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Synopsis

This thesis deals with investigations on the coherent microwave-to-optical conversion

with dilute gaseous atoms. In particular, our study deals with novel effects in a three-

level atomic system of room temperature Rubidium atoms that coherently interacts

with one microwave and two optical, electromagnetic fields. A three-level atomic

system coupled to two laser fields exhibits interference effects that can result in the

cancellation of absorption at a resonance transition frequency and thereby modify

the optical response. Analogous to the interference of classical waves resulting in

constructive and destructive interference, it is the field amplitudes that interfere

in the quantum case. If there is more than one pathway available for an atom to

have a transition from the ground to the excited state, then the probability of the

transition is the sum of the probability amplitude square of each possible pathway.

The interference of different transition probability amplitudes can be constructive

or destructive depending upon the intensity of laser fields and the choice of atomic

levels.

In the case of an atomic system as shown in Fig. 1.3, if the probe field with

Rabi frequancy Ωp and a coupling field with Rabi frequency Ωc driving transitions

from |1〉 to |3〉 and |2〉 to |3〉 respectively, also if the transition from |1〉 to |2〉 is

electric dipole forbidden, then the atomic system is called a Λ system. In such a

system, an electromagnetically induced transparency (EIT) effect is possible [1, 2].

When Ωp � Ωc, then an atom in the ground state have two possible pathways

for a transition from |1〉 to |3〉, which are via a direct transition from |1〉 to |3〉,

or an indirect pathway |1〉 −→ |3〉 −→ |2〉 −→ |3〉. In this particular case, the

transition probability of an atom to have transition |1〉 to |3〉 is zero due to a

destructive quantum interference of the two different pathways leads to an EIT

effect to the probe field. Once a medium renders EIT effect, it transforms an initially

highly opaque medium to almost transparent to a resonant laser field field. Also the
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refractive properties of the medium will be greatly modified [3].
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Figure 1: Λ System formation using hyper-fine levels of 85Rb in its D1 manifold.

Many experiments exploit coherent interactions between the atom and electro-

magnetic waves in a regime where interference effects dominate transition amplitudes

governing transitions between a pair of levels. These coherent interactions between

atoms and electromagnetic (EM) fields can dramatically modify the optical prop-

erties of a medium, leading to electromagnetically induced transparency (EIT) and

related effects [4]. EIT and the associated dark state formation are exploited in many

systems to achieve lasing without inversion [5], slow and stopped light [6], quantum

memory devices [7], and nonlinear wave mixing with ultra-low intensities [8, 9].

Recent studies have focused on the interaction of electromagnetic fields with

atoms in a closed level configuration which shows EIT. In particular, studies have

focused on the effect of connecting the two ground states of a regular Λ system by a

third field, whose frequency for alkali metal atoms is in the microwave regime. These

studies show that the coherence and population in a closed system depend on the

phase of all the interacting fields [10]. Thus it opens up a plethora of novel effects in

coherent atom EM field interaction, such as enhanced nonlinearity, phase-dependent

EIT [11] and phase-dependent optical switches [12].

xii



This thesis deals with investigations on the coherent microwave-to-optical con-

version with dilute gaseous atoms. In particular, our study deals with novel effects

in a three-level atomic system that undergoes an EIT effect and having a hybrid

interaction between optical electric dipole and microwave magnetic dipole transi-

tions. The hybrid interaction breaks the centrosymmetry present in the atomic

system. We have used room temperature Rubidium (85Rb) atoms as the medium.

The three hyperfine energy levels of 85Rb atom interacting with two optical and one

microwave field forms a ∆ system as shown in Fig. 2, thereby making the system

phase-dependent. We also present a novel three-wave mixing process enabling a

coherent microwave-to-optical conversion, which leads to a phase-dependent ampli-

fication (PDA).
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Figure 2: ∆ System formation using hyper-fine levels of 85Rb in its D1 manifold. In-

troducing an additional microwave field with Rabi frequency ΩRF driving the transition

between gruond and metastable levels, changes the Λ system to a closed level scheme.

This thesis consists of 5 chapters. Chapter 1 starts by giving an overview and mo-

tivation to the research work carried out. A brief introduction to coherent processes

in light-matter interaction, in particular, the nonlinear processes and discussion

on nonlinearity with low light intensity, are included. Later a detailed discussion

on electromagnetically induced transparency (EIT) is given. Chapter 1 gives an
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overview of the systems which we are working on, as well as of the various experi-

mental techniques involved.

Chapter 2 describes a coherent generation of a near infrared optical field through

a three-wave mixing phenomenon in an atomic energy level scheme of 85Rb atoms.

In systems with centrosymmetry, second-order nonlinear processes are absent [13].

A nonlinear generation process in a centrosymmetric thermally broadened atomic

system is made possible through a novel interaction between induced electric and

magnetic dipoles [14]. The spectral profile of the generated probe field is studied.

We have shown that the generation processes will follow a three-photon resonance

condition between all the three electromagnetic fields, which is a direct consequence

of energy conservation in this sum-frequency process. The bandwidth of the gener-

ation process is decided by the Raman coherence present in the system, and this is

evident from the generated probe power vs two-photon resonance graph as shown

in Fig. 3. When a two-photon resonance between the coupling field and the gener-

ated probe field is satisfied, the probe field also undergoes an EIT effect [4]. The

EIT phenomenon is suppressing all linear absorption process and the dark state

associated with EIT is responsible for the suppression of all the decoherence effect

such as spontaneous emission from the excited state. The bandwidth for coherent

conversion from microwave-to-optical frequencies with this scheme is shown to be

about 825 kHz. The efficiency of our conversion process is about 2.6 × 10−4%. The

chapter concludes by summarizing the results.

Chapter 3 covers the phase-dependent amplification of an optical field using

microwaves. We have done a theoretical analysis of the three-wave mixing present

in our ∆ system. We have obtained an analytical expression for the probe field

using density matrix analysis. Our analysis shows that, in addition to a generation

of probe field which is discussed in earlier chapter, there will be an amplification

also possible for the probe field in our ∆ system. The physical mechanism of the

amplification process reveals that the amplification is due to an interference of the

input probe field and the generated probe field. This interference effect can give

rise to an amplification or a de-amplification depends on the phase of the generated

probe field. This probe phase can be controlled by the phase of the microwave field
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Figure 3: Generated probe power as a function of probe field detuning δp when δc = 0.

The continous line is the EIT fit to the experimental data.

as described in previous chapter. Thus making the system as a phase depended

amplifier (PDA). The dependence of amplification and de-amplification of probe

field is studied with various microwave field intensities, and with various two-photon

detuning. The chapter ends with concluding the results.

Chapter 4 is an experimental demonstration of the results presented in chapter

3. We observe amplification and de-amplification of the input probe beam as a

result of nonlinear three-wave mixing interaction between the microwave and the

two optical fields mediated by the 85Rb atoms. The amplification is dependent

on the relative phase between all the three fields [10]. In the current experiment,

we investigate the gain experienced by the probe field both in the presence and

absence of two-photon induced ground state coherence. By carefully choosing an

experimental arrangement, we could controll the two-photon detuning by changing

the microwave detuning which is connecting the ground and the excited states. In

Fig. 4 we have shown a PDA of the probe field, when the relative phase difference

between all the three electromagnetic field (∆Φ) changes the probe gain also changes.

We show that a simultaneous fulfilment of a two-photon resonance condition that

creates ground state coherence and a three-photon resonance condition leads to a
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significantly higher amplification of 7.5 dB of the optical probe field with a visibility

of 98.8 %. By selectively breaking the ground state coherence using microwaves, we

show that the amplification reduces with a bandwidth of 5 MHz. Nevertheless, the

system shows non-zero PDA for large two-photon detunings of 15 MHz with high

visibility of 66.8 %. This novel, controllable hybrid-PDA can be potentially used

to trade-off amplification for bandwidth during the transmission of phase coherent

classical and quantum information.
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Figure 4: Probe gain vs ∆Φ for different values of two photon detuning (δ2) at microwave

intensity 1.03 mW/cm2. The continuous line is the theoretical fit.

Chapter 5 summarizes the important observations and conclusions drawn from

the studies presented in this thesis. In addition, we also discuss possible directions

for future work on the systems described here. In summary, a unique hybrid atomic

scheme is presented which can coherently interact with both microwaves and optical

frequencies. Generation of a new optical field is demonstrated using this hybrid

room temperature atomic system. This three-wave mixing is characterised with

parameters like three-photon and two-pohoton detuning. A theoretical analysis of

this hybrid ∆ system results in a PDA of the optical probe field, which can be

controlled by the phase change in the microwave field. A seed probe field and the

generated probe field interfere inside the medium resulted in a PDA, which changes

from amplification region to a de-amplification decided by the phase of the microwave
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field. A significantly higher amplification is possible in the hybrid ∆ system when the

two optical field is following a two-photon resonance condition, while amplification

reduces with increasing two-photon resonance. This microwave controlled hybrid

system can be a potential candidate for coherent conversion and amplification of

classical and quantum information signals from microwave-to-optical frequencies.
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Chapter 1

Introduction

1.1 Overview

The coherent interaction of electromagnetic waves with atoms has attracted a lot of

attention in the last few decades. Advances in precise manipulation and control of

atoms using electromagnetic waves aided much development in information process-

ing and communication systems. Of electromagnetic waves, optical and microwave

frequencies are the most widely used tools in classical and quantum information pro-

cessing, signal transmission and communication. In particular, numerous attempts

have been made to build quantum processors and quantum simulators, which exploit

excitations in the optical and microwave domain. These studies can fundamentally

transform how we receive, process and transmit classical and quantum informa-

tion. A range of quantum bit (Qubit) systems has been realized in the microwave

and optical frequency regimes in recent years. Realization of qubits using defects in

solids [1, 2], an ensemble of trapped ions [3], neutral atomic systems [4], and quantum

dots [5, 6] have been employed in the optical frequency regime. While microwaves

have been used in superconducting qubits of diverse flavours [7], charge qubits in var-

ious material systems [8], electron spin systems [9], and nuclear spins [10] to realize

qubits. Out of these systems, superconducting qubits operating at several gigahertz

(microwave frequency) have recently emerged as the most favourable quantum com-

puting architecture due to their ability to perform quantum operations with high

fidelity [11, 12, 13].

Nevertheless, it is inconvenient to transmit quantum information encoded in
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microwave frequency over a long distance [14]. The microwave signal decays rapidly

during propagation and is easily disturbed by thermal noise at room temperature.

On the other hand, optical photons show complimentary features. There have been

demonstrations of optical quantum communication over hundreds of kilometres [15].

In particular, the transmission of information in the optical domain over large scale

distances is envisaged using fibre-based quantum networks [16]. Thus it creates a

strong interest in developing interfaces between microwave and optical frequencies.

Apart from the efficient long-distance transmission, the optical domain has already

been exploited to store and retrieve quantum memory using solid state systems [17]

ions [18], spin ensembles [19], and nitrogen-vacancy centres [20]. Thus coherent

conversion of microwave-to-optical frequency would offer tremendous advancement

in developing next-generation hybrid classical and quantum technologies [21, 22, 23].

Microwaves and optical waves are separated by several orders of magnitude in

frequency, making it challenging to find a suitable platform that couples these two

widely separated frequency bands. Several promising approaches have been taken

to implement coherent conversion from microwave-to-optical frequency. There have

been microwave-to-optical conversions using carefully engineered whispering-gallery-

mode resonators [24, 25]. Several authors exploited micro and nano-sized hybrid

electro-optomechanical devices which operate at a few Kelvin [26, 27]. There were

demonstrations of efficient microwave frequency conversion mediated by a photon-

ics compatible silicon nitride nano beam oscillator [28]. They also require a liquid

helium temperature environment. Recent investigation on rare-earth-doped crys-

tals [29] and gaseous atomic systems with induced coherence [30] found to be a

viable architecture for effecting non-linear frequency generation and signal transfer.

There have been several theoretical proposals of microwave-to-optical conversion

in atomic systems [31, 32, 33, 34, 35], but very few experimental demonstrations.

The only atom-based platform that successfully demonstrated microwave-to-optical

conversion is Rydberg atom’s cold atomic cloud, which employs a six-wave mixing

process [36, 37]. The challenge in microwave-to-optical conversion using atom-based

schemes is to devise an energy level scheme that interacts strongly with both fields

and leads to a nonlinear interaction in the system. Effecting a nonlinear resonant
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interaction in an atomic system is not feasible in traditional nonlinear optics due to

the linear and nonlinear absorption near-atomic resonance [38].

Many experiments exploit coherent interactions between the atom and electro-

magnetic waves in a regime where interference effects dominate transition amplitudes

governing transitions between a pair of levels. These coherent interactions between

atoms and electromagnetic (EM) fields can dramatically modify the optical prop-

erties of a medium, leading to electromagnetically induced transparency (EIT) and

related effects [39]. EIT and the associated dark state formation are exploited in

many systems to achieve lasing without inversion [40], slow and stopped light [41],

quantum memory devices [42], and nonlinear wave mixing with ultra-low intensi-

ties [43, 44].

Recent studies have focused on the interaction of electromagnetic fields with

atoms in a closed level configuration which shows EIT. In particular, studies have

focused on the effect of connecting the two ground states of a regular Λ system by a

third field, whose frequency for alkali metal atoms is in the microwave regime. These

studies show that the coherence and population in a closed system depend on the

phase of all the interacting fields [45]. Thus it opens up a plethora of novel effects in

coherent atom EM field interaction, such as enhanced nonlinearity, phase-dependent

EIT [46] and phase-dependent optical switches [47].

This thesis deals with investigations on the coherent microwave-to-optical con-

version with dilute gaseous atoms. In particular, our study deals with novel effects

in a three-level atomic system that undergoes an EIT effect and having a hybrid

interaction between optical electric dipole and microwave magnetic dipole transi-

tions. The hybrid interaction breaks the centrosymmetry present in the atomic

system. We have used room temperature Rubidium (85Rb) atoms as the medium.

The three hyperfine energy levels of 85Rb atom interacting with two optical and one

microwave field forms a ∆ system, thereby making the system phase-dependent. We

also present a novel three-wave mixing process enabling a coherent microwave-to-

optical conversion, which leads to a phase-dependent amplification (PDA).
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1.2 Motivation and objectives

The motivation for the problems addressed in this thesis is to develop a suitable

platform that strongly couples microwave and optical frequencies that are separated

by five orders of magnitude in frequency. A three-level system that can employ a

three-wave mixing process between optical and microwave frequencies will be the

simplest scheme one could imagine. One of the possible schemes is the three hyper-

fine energy levels of a 85Rb atom. However, in neutral atomic systems, three-wave

mixing nonlinear-optical processes are forbidden by symmetry. It is known that the

utilisation of a magnetic-dipole interaction breaks the symmetry requirement and

enables a three-wave mixing response to emerge in the centrosymmetric atomic sys-

tem. This allows us to demonstrate a coherent microwave-to-optical conversion by

three-wave mixing using 85Rb atoms. Another major objective of the present study

is to develop an atom-based amplifier that could be used as an interface for coherent

conversion and amplification of quantum information generated in the microwave

domain and converted to optical frequencies. To summarize the objectives of this

thesis are,

• Perform an experiment to demonstrate coherent microwave-to-optical conver-

sion by three-wave mixing in a room temperature atomic vapour of 85Rb atoms.

• Develop a theoretical model to study the coherent conversion and amplification

process of an optical field using microwaves in a closed three-level scheme (∆

system).

• Perform an experiment to investigate the role of ground state coherence in an

atom-based optical amplifier.

• Explore the possibility of extending our amplification scheme for digital com-

munication and optical switches that a microwave field can control.
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1.3 Overview of experimental concepts and tech-

niques

1.3.1 Nonlinear wave mixing-three wave mixing

In Fig. 1.1 shows a three-wave mixing process. We have two input fields with

frequency ωa and ωb, which interacts with the atoms in the medium. Due to nonlin-

earity in atomic response, atoms develops an oscillating dipole moment which gives

rise to a new field with frequency ωc = ωa + ωb. In this section we are trying to

understand the theory of three wave mixing process. Let us assume a nonlinear

medium, with no free charge and no free current. Also assume that the medium is

non magnetic. Then we can write the Maxwell equations in such a media as,

Figure 1.1: Three-wave mixing process.

∇ ·D = 0 (1.1)

∇ ·B = 0 (1.2)

∇×E = −∂B
∂t

(1.3)

∇×B = µ0
∂D

∂t
(1.4)

where B, E are the magnetic and electric fields respectively. Here D is the

displacement operator and it is defined as

D = ε0E + P (1.5)

where ε0 is the permittivity of free space and P is the polarization vector which

depends nonlinearly on E. Now we take the curl of third equation in Eq. (1.4),
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∇×∇×E =−∇× ∂B

∂t

=− ∂(∇×B)

∂t
(1.6)

Substituting for ∇×B from fourth equation in Eq. (1.4), we obtain

∇×∇×E + µ0
∂2D

∂t2
= 0 (1.7)

By applying Eq. (1.5) and using the identity ∇×∇×E = ∇(∇ ·E)−∇2E, we

get

∇(∇ ·E)−∇2E + µ0ε0
∂2E

∂t2
+ µ0

∂2P

∂t2
= 0. (1.8)

Using Eq. (1.4), we can simplify the wave equation as

∇(∇ ·E)− 1

c2

∂2E

∂t2
=

1

ε0c2

∂2P

∂t2
(1.9)

where c is the speed of light in vacuum, c = 1√
ε0µ0

. The wave equation can also

be written in terms of displacement field as

∇(∇ ·E)− 1

ε0c2

∂2D

∂t2
= 0. (1.10)

The total polarization can be understood as the sum of linear (P (1)) and non-

linear (P (NL)) polarization

P = P (1) + P (NL) (1.11)

similarly the displacement field D can also be split into linear and nonlnear part

D = D(1) + P (NL) (1.12)

where
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D(1) =ε0E + P (1)

=ε0E + ε0χ
(1)E

=ε0εrE. (1.13)

Using Eq. (1.12) one can write the wave equation Eq. (1.10) as

∇(∇ ·E)− 1

ε0c2

∂2D(1)

∂t2
=

1

ε0c2

∂2P (NL)

∂t2
. (1.14)

In a dispersive medium each frequency component of the medium has to be

considered separately. Then the wave equation can be written as

∇(∇ ·Ei)−
εr(ωi)

c2

∂2Ei

∂t2
=

1

ε0c2

∂2P
(NL)
i

∂t2
. (1.15)

This wave equation has a form of an inhomogeneous wave equation. The term

on the right hand side acts as a source term. If the source term is absent, then

Eq. (1.15) will be representing a free wave propagation equation with a velocity of

c/n, where n is the refractive index of the medium.

l

Figure 1.2: Three-wave mixing process. A χ(2) nonlinear medium with a length of l is

interacting with two input fields with frequency ωa and ωb, and a new field is generated

with a frequency of ωc = ωa + ωb.

We are going to use the nonlinear wave equation to study the three-wave mixing

process. Let us consider a sum-frequency generation in a nonlinear optical medium

as shown in Fig. 1.2. We have an input beams of frequency ωa and ωb which are

collimated, continuous and propagating along +z direction. The input fields can be

written as,
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Ea(z, t) = Eae−i(ωat−kaz) + C.C

Eb(z, t) = Ebe−i(ωbt−kbz) + C.C (1.16)

where C.C. is the complex conjugate, ki = niωi/c and ni =
√
εr(ωi) (i = a, b),

are the wave vector and the refractive index of the medium respectively. Now let us

assume a plane wave propagating in +z direction,

Ec(z, t) = Ece−i(ωct−kcz). (1.17)

The amplitude Ec will be a constant for a plane wave.

Now to solve the wave equation Eq. (1.15) for the sum-frequency generation process,

where two input fields with frequency ωa and ωb interacting with the nonlinear

medium gives rise to a sum-frequency generation of a new field having frequency

of ωc = ωa + ωb. In this case we assume the solution will be of the form as in

Eq. (1.17), except that the amplitude Ec will be a function of z. The nonlinear

source term relevant in this case is

Pc(z, t) = Pc(z)e−iωct + C.C. (1.18)

where

Pc(z) = 2ε0χ
(2)EaEbei(ka+kb)z (1.19)

with this information one can write the wave equation for the sum-frequency

generation as,

[
d2Ec
dz2

+ 2ikc
dEc
dz
− k2

cEc +
εr(ωc)ω

2
cEc

c2

]
e−i(ωct−kcz) + C.C.

= −2χ(2)ω2
c

c2
EaEbe−i(ωct−(ka+kb)z) + C.C. (1.20)

sine k2
c = εr(ωc)ω

2
c/c

2 we can simplify Eq. (1.20) as
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d2Ec
dz2

+ 2ikc
dEc
dz

= −2χ(2)ω2
c

c2
EaEbei(ka+kb−kc)z. (1.21)

Here we assume the slowly varying amplitude approximation, and it is valid

whenever
∣∣∣∣d2Ecdz2

∣∣∣∣� ∣∣∣∣kc
dEc
dz

∣∣∣∣, then Eq. (1.21) becomes

dEc
dz

=
iχ(2)ω2

c

kcc2
EaEbei∆kz (1.22)

where ∆k = ka +kb−kc, is the wavevector mismatch. The total amplitude of the

general field power can be obtained by integrating Eq. (1.22) from z = 0 to z = l,

Ec(l) =
iχ(2)ω2

c

kcc2
EaEb

∫ l

0

ei∆kzdz

=
iχ(2)ω2

c

kcc2
EaEb

(
ei∆kl − 1

∆k

)
(1.23)

The intensity of the generated field can be written as,

Ic =2ncε0c|Ec(l)|2

=
2ncε0(χ(2))2ω4

c |Ea|2|Eb|2

k2
cc

3

∣∣∣∣ei∆kl − 1

∆k

∣∣∣∣2. (1.24)

For ∆k ≈ 0, which is the phase matching condition, then the generated field

intensity can be written as

Ic =
2ncε0(χ(2))2ω4

c |Ea|2|Eb|2l2

k2
cc

3
. (1.25)

The generated field intensity given in Eq. (1.25) is valid in the limit in which the

two input fields are undepleted by the nonlinear interaction.

A gaseous atomic system possess an inversion symmetry, also known as the center

of symmetry. This centrosymmetry plays a crucial role in the nonlinear response of

gaseous atoms. To understand this, we first consider the polarization responsible

for the second order process,
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P (t) = ε0χ
(2)E2(t) (1.26)

Due to the centrosymmetry, if we change the sign of the electric field, then the

sign of the polarization also changes,

−P (t) =ε0χ
(2)[−E(t)]2

=P (t) (1.27)

This can occur only if χ(2) = 0. Thus for a centrosymmetric nonlinear medium

the χ(2) nonlinear susceptibility is absent.

1.3.2 Electromagnetically induced transparency

Coherent interactions of electromagnetic waves with a three-level atom can result

in diverse physical phenomena. Using one or many electromagnetic fields in such a

system, one can control the medium’s optical properties. A three-level atomic system

coupled to two laser fields exhibits interference effects that can cancel absorption

at a resonance transition frequency and thereby modify the optical response of the

medium. Analogous to the interference of classical waves resulting in constructive

and destructive interference, the probability amplitudes of various pathways interfere

in the quantum case. Suppose there is more than one pathway available for an atom

to have a transition from the ground to the excited state; in that case, the transition

probability is the squared sum of the probability amplitude of each possible pathway.

The interference of various transition probability amplitudes can be constructive or

destructive depending upon the intensity of laser fields and the choice of atomic

levels.

In the case of an atomic system as shown in Fig. 1.3, if the probe field with

Rabi frequancy Ωp and a coupling field with Rabi frequency Ωc driving transitions

from |1〉 to |3〉 and |2〉 to |3〉 respectively, also if the transition from |1〉 to |2〉 is

electric dipole forbidden, then the atomic system is called a Λ system. In such a

system, an electromagnetically induced transparency (EIT) effect is possible [48, 49].

When Ωp � Ωc, then an atom in the ground state have two possible pathways for
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Figure 1.3: Λ System formation using a three level system.

a transition from |1〉 to |3〉, which are via a direct transition from |1〉 to |3〉, or an

indirect pathway |1〉 −→ |3〉 −→ |2〉 −→ |3〉. In this particular case, the transition

probability of an atom to have transition |1〉 to |3〉 is zero due to a destructive

quantum interference of the two different pathways leads to an EIT effect to the

probe field. Once a medium renders EIT effect, it transforms an initially highly

opaque medium to almost transparent to a resonant laser field. Also the refractive

properties of the medium will be greatly modified [50].

The first observation of EIT is carried out by Harris et al in 1991 [48, 49]. They

have used initially a strontium vapour and later lead vapour to demonstrate the EIT

effect. After that, a series of investigations on EIT has been done by several groups of

researchers. Apart from causing a highly opaque medium to being rendered highly

transparent, the EIT effect will modify the refractive properties of the medium

as well. This leads to the development of a medium with very unusual optical

properties. EIT and the associated dark state formation are exploited in many

systems to achieve lasing without inversion [40], slow and stopped light [41], quantum

memory devices [42], and nonlinear wave mixing with ultra-low intensities [43, 44].
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1.3.2.1 Theoretical calculation

In this section we are going to derive the EIT Hamiltonian in a Λ system. Further,

we will calculate the linear susceptibility of the three-level atom interacting with two

electromagnetic fields using density matrix calculation. In Fig. 1.3 shows a three-

level atom interacting with two electromagnetic fields, which forms a Λ configuration.

The ground state, metastable state and the excited state energy levels of the atom

is denoted as |1〉, |2〉 and |3〉 respectively. The electric dipole transition between

|1〉 −→ |3〉 and |2〉 −→ |3〉 transitions are driven by the probe field (ωp) with

Rabi frequency Ωp and coupling field (ωc) with Rabi frequency Ωc respectively. The

transition between |1〉 and |2〉 is electric dipole forbidden. The detuning of the

coupling field from the |2〉 → |3〉 transition is denoted by δc and δp is the detuning

of the probe field from the |1〉 → |3〉 transition. Here γ12 and γ23 = γ13 representing

natural linewidth of levels |2〉 and |3〉 respectively. The total electric field E in the

system can be written under dipole approximation (|k|R � 1, where ~k is the wave

vector in the medium, and R is the radius of the atom) as

E(t) = ~ecEc cos (ωct) + ~epEp cos (ωpt) (1.28)

where Ec and Ep are the electric field amplitudes of the coupling and probe field

respectively. ωc and ωp are the angular frequencies of coupling and probe fields. Here

~ec and ~ep being the polarization of electromagnetic fields. The total Hamiltonian of

the system can be written as,

Ĥ(t) = Ĥ0 + Ĥ1(t) (1.29)

where H0 is the bare state Hamiltonian,

Ĥ0 = ~


ω1 0 0

0 ω2 0

0 0 ω3

 (1.30)

with Ej = ~ωj being the energy of level j = 1, 2, 3. The perturbed Hamiltonian

H1 can be written as

Ĥ1(t) = −Q̂ ·E(t) (1.31)
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where Q̂ is the dipole moment operator defined as Q̂ = qr̂. The dipole matrix

elements are represented as Qij = 〈i|Q̂|j〉. Due to the spherical symmetry of the

atoms, the diagonal elements Qii will be zero. Also Q12 and Q21 will be zero due to

which the electric dipole forbidden transition between the levels |1〉 and |2〉.

Now we can write the perturbed Hamiltonian Ĥ1

Ĥ1(t) = −(E(t)) · (Q21|2〉〈1|+Q23|2〉〈3|+ H.C.) (1.32)

where H.C is the Hermitian conjugate. With expanding the electric field E, Ĥ1

becomes,

Ĥ1(t) = −[
~ecEc

2
(eiωct + e−iωct) +

~epEp
2

(eiωpt + e−iωpt)]

·(Q21|2〉〈1|+Q23|2〉〈3|+ H.C.). (1.33)

We can simplify Eq. (1.33) by applying the rotating wave approximation. To

do that we first move to the interaction picture by using the unitary transforma-

tion Û = eiĤ0t/~. The Hamiltonian under this transformation can be written as

ĤI = ÛĤ1Û
†

ĤI(t) =− Q13

2
[Ec(e−i(ω3−ω1−ωc)t + e−i(ω3−ω1+ωc)t)+

Ep(e−i(ω3−ω1−ωp)t + e−i(ω3−ω1+ωp)t)]|1〉〈3|

− Q23

2
[Ec(e−i(ω3−ω2−ωc)t + e−i(ω3−ω2+ωc)t)+

Ep(e−i(ω3−ω2−ωp)t + e−i(ω3−ω2+ωp)t)]|2〉〈3|+ H.C. (1.34)

We can now assume that the rapidly oscillating terms will be averaged out to

zero on time scale of observation. Since we have already assumed that the probe

and coupling fields are near resonant with the transitions |1〉 −→ |3〉 and |2〉 −→ |3〉

respectively, the term e±i(ω3−ω1−ωp)t and e±i(ω3−ω2−ωc)t will be slowly oscillating.

ĤI(t) =− Q13

2
[Epe−i(ω3−ω1−ωp)t]|1〉〈3|

− Q23

2
[Ece−i(ω3−ω2−ωc)t]|2〉〈3|+ H.C. (1.35)
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To move back to Schrödinger picture, we reverse the transformation and obtain

Ĥ1,

Ĥ1(t) =Û †ĤIÛ

=− Q13

2
[Epeiωpt]|1〉〈3| − Q23

2
[Eceiωct]|2〉〈3|+ H.C. (1.36)

The dipole elements can be written in polar form as

Q13 = Q31
∗ = |Q13|eiφp

Q23 = Q32
∗ = |Q23|eiφc (1.37)

here φi with i = (p, c) is the respective angle between the wave polarization and

dipole moment. using this, we define the Rabi frequencies of the probe and coupling

fields as

Ωp =
|Q13|Ep

~

Ωc =
|Q23|Ec

~
. (1.38)

Using Eq. (1.29, 1.30, 1.36, 1.37, 3.7), the total Hamiltonian of the system can

be written as

Ĥ(t) =~ω1|1〉〈1|+ ~ω2|2〉〈2|+ ~ω3|3〉〈3| −
~
2

Ωpe
i(ωpt+φp)|1〉〈3|

− ~
2

Ωce
i(ωct+φc)|2〉〈3|+ H.C.. (1.39)

The total EIT Hamiltonian is given in Eq. (1.39). since it is often inconve-

nient to work with time-dependent Hamiltonian, we transform the basis states to

a co-rotating frame; by doing this transformation, we can avoid the explicit time

dependence of the Hamiltonian. The unitary transformation used here is

Û
′
(t) = |1〉〈1|+ ei[(ωp−ωc)t+φp−φc]|2〉〈2|+ ei(ωpt+φp)|3〉〈3|. (1.40)

The Schrödinger eqaution is applicable in the new basis as well, we can write
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i~
∂ψ

′

∂t
=i~

∂Û
′
(t)ψ

∂t

=i~(
∂Û

′
(t)

∂t
ψ + Û

′
(t)
∂ψ

∂t
)

=(i~
∂Û

′
(t)

∂t
Û

′†(t) + Û
′
(t)Ĥ(t)Û

′†(t))ψ
′

=Ĥ
′
ψ

′
(1.41)

where ψ′ is the new basis state, it is related to old basis state via the relation ψ′
=

Û
′
(t)ψ. From the Eq. (1.41), we can deduce that the time dependent Hamiltonian

in the co-rotating frame are related by the following relation,

Ĥ
′
= i~

∂Û
′
(t)

∂t
Û

′†(t) + Û
′
(t)Ĥ(t)Û

′†(t). (1.42)

Substituting for Ĥ(t), Û ′
(t) and Û ′†(t) from Eq. (1.39, 1.40) in Eq. (1.42), we obtain,

Ĥ
′
=− ~

2
[2ω1|1〉〈1|+ 2(ω2 − ωp + ωc)|2〉〈2|+ 2(ω3 − ωp)|3〉〈3|+ Ωp|1〉〈3|

+ Ωc|2〉〈3|+ H.C.]. (1.43)

Now we have obtained the time independent Hamiltonian given by Eq. (1.43). To

write the Hamiltonian in terms of detuning of probe and coupling fields, we have

taken energy level |1〉 as the reference level, we have incorporated this by adding

−~ω1I with the time independent Hamiltonian. In Eq. (1.44) given the total time

independent EIT Hamiltonian

Ĥ
′
=− ~(δp − δc)|2〉〈2| − ~δp|3〉〈3| −

~
2

Ωp|1〉〈3|

− ~
2

Ωc|2〉〈3|+ H.C.. (1.44)

The detunings are defined as

δp = ωp − (ω3 − ω1)

δc = ωc − (ω3 − ω2). (1.45)
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The dynamical evolution of the rotated density matrix σ̂(t) = Û
′
(t)ρ̂(t)Û

′†(t),

is given by the master equation [45]

∂σ̂(t)

∂t
= −i[Ĥ ′

, σ̂(t)] +
3∑

k=1

L(âk)σ̂(t) (1.46)

with L(âk) the Lindblad superoperator

L(â)σ̂(t) = âσ̂(t)â† − 1

2
{σ̂(t), â†â} (1.47)

acting on operators

â1 =
√
γ12|1〉〈2|

â2 =
√
γ13|1〉〈3|

â3 =
√
γ23|2〉〈3| (1.48)

with γ12 and γ23 = γ13 representing natural linewidth of levels |2〉 and |3〉 respec-

tively. The density matrix equations will be,

∂σ33(z, t)

∂t
=
iΩc

2
σ23(z, t) +

iΩp

2
σ13(z, t)− iΩp

2
σ31(z, t)− iΩc

2
σ32(z, t)

− γ13σ33(z, t)− γ23σ33(z, t)

∂σ22(z, t)

∂t
=
iΩc

2
σ32(z, t)− iΩc

2
σ23(z, t) + γ23σ33(z, t)

− γ12σ22(z, t)

∂σ32(z, t)

∂t
=
iΩp

2
σ12(z, t) +

iΩc

2
[σ22(z, t)− σ33(z, t)]

+ iδcσ32(z, t)− γ13

2
σ32(z, t)− γ23

2
σ32(z, t)

− γ12

2
σ32(z, t)

∂σ31(z, t)

∂t
=
iΩp

2
[σ11(z, t)− σ33(z, t)] +

iΩc

2
σ21(z, t)

+ iδpσ31(z, t)− γ13

2
σ31(z, t)− γ23

2
σ31(z, t)

∂σ21(z, t)

∂t
=
iΩc

2
σ31(z, t)− iΩp

2
σ23(z, t)

+ i[δp − δc]σ21(z, t)− γ12

2
σ21(z, t)

σ11(z, t) =1− σ22(z, t)− σ33(z, t) (1.49)

16



In the limit of weak probe field, Ωp � Ωc, we can assume that all the atoms are in

the ground state. Sloving Eq. (3.11) for σ31 at steady state (i.e.;σij = 0) by assuming

σ11 = 0, we obtain,

σ31(z) =
2iΓ2Ωp(z)

4Γ1Γ2 + |Ωc(z)|2
. (1.50)

Here

Γ1 =
γ13

2
+
γ23

2
− iδp

Γ2 =
γ12

2
− iδ2 (1.51)

where δ2 = δp − δc is the two photon detuning.

To understand the optical response of the EIT medium, as measured by the

probe field, we need to determine the linearr susceptibility. The linear susceptibility

and polarization of the medium are related by P = ε0χ
(1)E. In our case, we can

write the polarization as

P =
ε0
2

[χ(1)(ωp)Epe−iωpt + χ(1)(−ωp)Epeiωpt + χ(1)(ωc)Ece−iωct + χ(1)(−ωc)Eceiωct]

(1.52)

The polarization of the medium is defined as the dipole moment per unit volume,

that is,

P =N〈Q̂〉

=NTr(Q̂ρ̂)

=N [Q13ρ31 +Q31ρ13 +Q23ρ32 +Q32ρ23] (1.53)

where N is the number density of atoms and 〈Q̂〉 is the expectation value of

dipole operator. Here ρ̂ is the non-rotating density matrix, and it is related to the

rotated density matrix σ̂ by the relation

ρ̂(t) =Û
′†(t)σ̂(t)Û

′
(t)

=


σ11 σ12e

i((ωp−ωc)t+φp−φc) σ13e
i(ωpt+φp)

σ21e
−i((ωp−ωc)t+φp−φc) σ22 σ23e

i(ωct+φc)

σ31e
−i(ωpt+φp) σ32e

−i(ωct+φc) σ33

 (1.54)
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Substituting for ρ̂(t) from Eq. (1.54) in Eq. (1.53), we obtain

P = N [Q13σ31e
−i(ωpt+φp) +Q31σ13e

i(ωpt+φp) +Q23σ32e
−i(ωct+φc) +Q32σ23e

i(ωct+φc)].

(1.55)

Using the polar form of dipole matrix elements from Eq. (1.37), we can remove

the phase terms in Eq. (1.55)

P = N [Q13σ31e
−iωpt +Q31σ13e

iωpt +Q23σ32e
−iωct +Q32σ23e

iωct]. (1.56)

In order to understand the absorption and dispersion of the probe field, we

need to evaluate only the linear susceptibility related to the probe field χ(1)(ωp).

Comparing the frequency component of Eq. (1.52) and Eq. (1.56), we obtain

N |Q13|σ31 =
ε0χ

(1)(ωp)

2
Ep (1.57)

Now the probe susceptibility can be written as

χ(1)(ωp) =
2N |Q13|
ε0Ep

σ31 (1.58)

By substituting for σ31 from Eq. (3.12), we can express the probe susceptibility

χ(1)(ωp) =
2N |Q13|
ε0Ep

2iΓ2Ωp

4Γ1Γ2 + |Ωc|2
(1.59)

The probe field parameters Ωp and Ep can be removed by substituting for Ωp

from Eq. (3.7). Then Eq. (1.59) becomes

χ(1)(ωp) =
4iN |Q13|2

~ε0
Γ2

4Γ1Γ2 + |Ωc|2
(1.60)

Using Eq. (1.51) one can write the linear susceptibility in terms of the natural

linewidth of the energy levels, also taking γ13 = γ23, which is the natural line width

of the level |3〉
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χ(1)(ωp) =
N |Q13|2

~ε0
(

γ12
2
− iδ2

(γ13 − iδp)(γ12
2
− iδ2) + ( |Ωc|

2
)
2 ) (1.61)

The real and imaginary part of linear susceptibility is given as

Im(χ(1)(ωp)) =
2N |Q13|2[2γ2

12γ13 + 8γ13δ
2
2 + γ12|Ωc|2]

~ε0[16γ2
13δ

2
2 + 4γ2

12(γ2
13 + δ2

p) + 4γ12γ13|Ωc|2 + (4δpδc − 4δ2
p + |Ωc|2)]

(1.62)

Re(χ(1)(ωp)) =
−4N |Q13|2[γ2

12δp + 4δ2
cδp + 4δ3

p − δp|Ωc|2 + δc(−8δ2
p + |Ωc|2)]

~ε0[16γ2
13δ

2
2 + 4γ2

12(γ2
13 + δ2

p) + 4γ12γ13|Ωc|2 + (4δpδc − 4δ2
p + |Ωc|2)]

(1.63)

The imaginary part of the linear susceptibility (Im(χ(1))) represents the absorp-

tion profile of the probe field, while the real part (Re(χ(1))) shows the dispersive

nature of the probe field in the EIT medium. In Fig. 1.4 we have plotted the imag-

inary part of the linear susceptibility (Im(χ(1))) against detuning of the probe field

δp. Here the continuous red line represents the absorptive profile of the probe field in

the absence of the coupling field, which has Lorentzian profile. In the presence of the

coupling field, the absorptive nature of the probe field will get drastically modified,

going from absorption to near-transparent in the medium, which is known as the

electromagnetically induced transparency (EIT) effect [48, 49], shown as a continu-

ous blue line. The dependence of real part of the linear susceptibility ((Re(χ(1))))

on detuning of the probe field δp is plotted in Fig. 1.5. The dispersive nature of

the probe field in the medium in the absence of the coupling field is shown as a

continuous red line. The slope of the Re(χ(1)) is negative around the transparency

window. The continuous blue line shows the Re(χ(1)) in the presence of the coupling

field. It is evident from the Fig. 1.5 that the slope of the curve is positive, and it

can lead to the reduction in group velocity of the probe field in the medium [39].

This feature is exploited in employing slow light experiments in atomic media.

1.3.3 Saturated absorption spectroscopy

Saturated absorption spectroscopy (SAS) is a spectroscopic techniques. It helps us

lock the external cavity diode laser (ECDL) to a particular transition with greater

20



accuracy and precision. One can resolve all the relevant transition lines of an atomic

transition with the help of the saturated absorption spectroscopic technique, which

otherwise appears as a single broad line due to the Doppler broadening [51, 52].

The velocity of room temperature atoms is dictated by the Maxwell-Boltzmann

velocity distribution. Therefore the absorption profile of a resonant field will have a

Gaussian profile due to the Doppler shift. Hence the laser field cannot be precisely

locked to a particular transition.

Oscillo
scope

 Vapour c
ell

D

M

GP

M

ECDL

BS

Figure 1.6: Schematic of experimental set up of the saturated absorption spectroscopy.

Here ECDL —External Cavity Diode Laser, M —Mirror, D —Detector, BS —Beam split-

ter, GP —Glass plate.

We have used Rubidium (85Rb) atoms in our experiments. Rb belongs to the

group I elements in the periodic table, and they have a single electron in the valence

shell. There are two isotopes of Rb found in nature with a natural abundance of

72.2 % of 85Rb isotope and 27.8 % of 87Rb isotope. A vapour cell containing enriched
85Rb atoms have been used throughout our experiments. The energy level structure

of 85Rb atom is given in Fig. 1.7.
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Figure 1.7: Hyperfine energy levels of 85Rb atoms in its D1 manifold.

To observe Doppler free spectrum of 85Rb atoms we have used a saturated ab-

sorption spectroscopic arrangement as shown in Fig. 1.6. A strong pump beam and

a weak probe beam derived from the same external cavity diode laser (ECDL) will

propagate through a vapour cell containing 85Rb atoms in a counter propagating

configuration. The counter-propagating configuration of the pump and probe beam

make sure that a particular velocity class of atoms will be seeing both the beams

on resonant. Since a single ECDL is used to derive both pump and probe beam,

the frequency, and the detuning of both the fields are same. Due to the higher

power of the pump beam, most of the atoms will get excited and the transition

gets saturated. Hence the probe beam won’t get absorbed much and transmitted

through the vapour cell. The transmitted probe beam will further detect using a

photo detector and analyzed in an oscilloscope. The spectral profile of the probe

beam will be Doppler free spectrum of the corresponding transition.

In Fig. 1.8 shown the saturated absorption spectrum of D1 transition line of 85Rb

atom.
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Figure 1.8: Saturated absorption spectrum of F = 3 −→ F ′ = 2 and 3 transition of 85Rb

atom in its D1 manifold. Here 1, 2 and 3 represents the saturation absorption spectrum

peak for the F = 3 −→ F ′ = 2 transition, cross over resonance peak and F = 3 −→ F ′ = 3

transition respectively.

1.4 Organization of the thesis

Chapter 2 describes a coherent generation of a near infrared optical field through

a three-wave mixing phenomenon in an atomic energy level scheme of 85Rb atoms.

In systems with centrosymmetry, second-order nonlinear processes are absent [38].

We have shown that the generation processes will follow a three-photon resonance

condition between all the three electromagnetic fields, which is a direct consequence

of energy conservation in this sum-frequency process. The bandwidth of the gen-

eration process is decided by the Raman coherence present in the system. When

a two-photon resonance between the coupling field and the generated probe field is

satisfied, the probe field also undergoes an EIT effect [39]. The EIT phenomenon

is suppressing all linear absorption process and the dark state associated with EIT

is responsible for the suppression of all the decoherence effect such as spontaneous

emission from the excited state. The chapter concludes by comparing our scheme

with other physical realization for microwave-to-optical frequency conversion.

Chapter 3 covers the phase-dependent amplification of an optical field using

microwaves. We have done a theoretical analysis of the three-wave mixing present
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in our ∆ system. We have obtained an analytical expression for the probe field

using density matrix analysis. Our analysis shows that, in addition to a generation

of probe field which is discussed in earlier chapter, there will be an amplification

also possible for the probe field in our ∆ system. The physical mechanism of the

amplification process reveals that the amplification is due to an interference of the

input probe field and the generated probe field. This interference effect can give

rise to an amplification or a de-amplification depends on the phase of the generated

probe field. This probe phase can be controlled by the phase of the microwave field

as described in previous chapter. Thus making the system as a phase depended

amplifier (PDA). The dependence of amplification and de-amplification of probe

field is studied with various microwave field intensities, and with various two-photon

detuning. The chapter ends with concluding the results.

Chapter 4 is an experimental demonstration of the results presented in chap-

ter 3. We observe amplification and de-amplification of the input probe beam. In

this experiment, we investigate the gain experienced by the probe field both in the

presence and absence of two-photon induced ground state coherence. By carefully

choosing an experimental arrangement, we could control the two-photon detuning

by changing the microwave detuning which is connecting the ground and the excited

states. We show that a simultaneous fulfilment of a two-photon resonance condi-

tion that creates ground state coherence and a three-photon resonance condition

leads to a significantly higher amplification of the optical probe field. By selectively

breaking the ground state coherence using microwaves, we show that the amplifi-

cation reduces. Nevertheless, the system shows non-zero PDA for large two-photon

detunings with high visibility. This novel, controllable hybrid-PDA can be poten-

tially used to trade-off amplification for bandwidth during the transmission of phase

coherent classical and quantum information.

In the last chapter, we conclude the thesis by giving a summary. Also, a brief

overview of future works is given.
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Chapter 2

Coherent microwave-to-optical

conversion by three-wave mixing in a

room temperature atomic system.

2.1 Introduction

In the past decade,using ultra-cold solid-state devices quantum bits (qubits) have

been realized in the microwave frequency regime. These include superconducting

qubits of diverse flavours [1], charge qubits in various material systems [2], spin

qubits [3], electron spin systems [4], and nuclear spins [5]. However, it is incon-

venient to transmit quantum information encoded in microwave frequency over a

long distance. The microwave signal decays rapidly during propagation and is easily

disturbed by thermal noise at room temperature. In stark contrast, the optical pho-

tons are robust to thermal noise, and optical fibers can efficiently transmit quantum

information over long distances. Thus it creates a strong interest in developing in-

terfaces between microwave and optical frequencies [6]. Single-photon detectors and

quantum memories [7] use optical, electromagnetic fields, suggesting the need for

the bi-directional transfer of quantum information between microwave and optical

photons. Thus coherent conversion of microwave-to-optical frequency has tremen-

dous potential for developing next-generation classical and quantum technologies.

Microwaves and optical fields have a five-order difference in frequency, making it

difficult to find a suitable platform for interaction and signal transfer between these
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two widely separated fields. In recent times nonlinear frequency conversion from

microwave to optical frequencies has garnered a lot of attention [8, 9, 10]. This is

owing to the ease of transport and detection of gigahertz signals through optical

channels and the essentially noise-free nature of frequency conversion process. The

latter attribute has been central to proposing high-fidelity classical and quantum

conversion of signals between microwave and optical frequencies [11, 12]. A range of

devices have been proposed to demonstrate this frequency conversion phenomena.

Starting from the commonly used electro-optic-modulator, several authors have

investigated carefully engineered whispering-gallery-mode resonators [13, 14], micro

and nano sized hybrid electro-opto-mechanical devices operating at a few kelvin [15,

16], efficient microwave frequency conversion mediated by a photonics compatible

silicon nitride nano beam oscillator [17], rare-earth doped crystals [18] and gaseous

atomic systems with induced coherence [19] as viable architectures for effecting

non-linear frequency generation and signal transfer. In atomic systems, there have

been several theoretical proposals [20, 21, 22, 23, 24], but very few experimental

demonstrations [25, 26]. These studies highlight various aspects of the non-linear

generation phenomenon such as efficiency, bi-directionality and non-reciprocity.

Four-wave mixing phenomenon has been a widely utilized non-linear frequency

generation process in atomic systems [27, 28]. Beginning with lasing without inver-

sion [29], experiments showing new frequency generation have been performed, which

combine atomic coherence effects with four-wave-mixing process [30, 31, 32, 33]. To

increase the efficiency of nonlinear process the more efficient three-wave mixing

could be used. However in neutral atomic systems three-wave mixing nonlinear-

optical processes are forbidden by symmetry [34]. In order to observe these nonlin-

ear optical processes in an atomic vapour, some method must be used to break the

symmetry of the medium. The utilisation of a magnetic-dipole interaction breaks

the symmetry requirement and enables a three-wave mixing response to emerge in

the centro-symmetric atomic system [35]. To achieve this, we have chosen a three

hyperfine atomic level scheme in room temperature Rubidium atoms which is cou-

pled with microwave and optical fields.

In this chapter, we demonstrate a novel three-wave mixing process in a room

temperature gaseous atomic vapour of 85Rb atoms, which utilizes induced atomic
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coherence to generate a near infrared optical field. This three-wave mixing pro-

cess combines an electric dipole and a magnetic dipole transition, in optical and

microwave frequency domains respectively, leading to generation of a new infra-red

frequency. A unique feature of our system is that despite thermal motion of our

atoms which are at room temperature and despite resonant non-linear interaction,

the generation process is coherent. It is neither affected by the Doppler width nor

by decay processes from excited states. This is due to the fulfillment of both two-

photon and three-photon resonance conditions for our system by all the three fields.

During the generation process of the probe field, the probe and the coupling satisfy

a two-photon resonance that shelves the atoms in a dark state owing to the electro-

magnetically induced transparency effect [36], making the process immune to noise

effects due to spontaneous decay from excited states. As is well known the two-

photon resonance condition is Doppler free. This Doppler-free condition remains

valid even during the fulfillment of the three-photon resonance condition between

all the three electromagnetic fields due to the very narrow Doppler width seen by

the atoms for microwaves.

Thus due to a non-linear interaction between induced electric and magnetic

dipoles and due to formation of atomic ground state coherence we have demon-

strated for the first time the lowest order coherent non-linear frequency conversion

process from an atomic ensemble. The band width for coherent conversion from

microwave to optical frequencies with this scheme is shown to be about 825 kHz.

The efficiency of our conversion process is about 2.6 × 10−4%. The efficiency is

mainly dictated by the weakness of magnetic-dipole interaction induced by the mi-

crowave field. Nevertheless the fidelity that could be achieved by our scheme for

signal transfer will be very high due to absence of major sources of decoherence in

our conversion mechanism. This aspect can be exploited especially for transfer of

quantum signals as previously shown [37].
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2.2 Experimental details

We have chosen a three-level system around the D1 manifold of hyperfine levels

of 85Rb atoms. The three atomic energy levels chosen for our experiment are the

ground state 5S1/2, F = 2 , the metastable state 5S1/2, F = 3 and the excited state

5P1/2, F = 3′ labeled as |1〉, |2〉 and |3〉 respectively as shown in Fig. 2.1. The meta-

stable ground state 5S1/2, F = 3 state (|2〉) to the excited state 5P1/2, F = 3′ (|3〉)

transition is driven by an optical coupling laser having an angular frequency of ωc.

While the ground state 5S1/2, F = 2 state (|1〉) is connected to the metastable state

5S1/2, F = 3 state (|2〉) with a microwave drive field with an angular frequency of

ωRF. In this energy level structure, due to selection rules, the transition |1〉 −→ |3〉

and |2〉 −→ |3〉 are electric dipole allowed transitions, while |1〉 −→ |2〉 transition is

electric dipole forbidden transition. Thus the magnetic dipole transition |1〉 −→ |2〉

is driven by a microwave field (ωRF).
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Figure 2.1: A ∆ system formation using hyperfine levels of 85Rb in its D1 manifold.

In our experiment the optical coupling beam is derived from an external cavity

diode laser (ECDL) with a line-width of a few hundred kHz. The frequency of the
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coupling laser ωc is controlled by a saturated absorption spectroscopy (SAS) setup.

The detailed experimental setup is shown in Fig. 2.2. The detuning of the coupling

field from the |2〉 → |3〉 transition is denoted by δc. The microwave drive field is

generated from a microwave source, the detuning of the microwave drive field is

denoted as δRF. A vapour cell of length 5 cm containing enriched 85Rb atoms at a

temperature of 300 K, is used in our experiment. To overcome the weakness of the

magnetic-dipole transition driven by the microwave field the vapour cell is placed

inside a cylindrical microwave cavity. This cavity supports a TE011 mode of the

microwave field with a high quality factor of 9000± 1000 at 3.0357 GHz, which is

the separation between the levels |1〉 and |2〉. This is shown in the schematic of the

experimental setup, also given in Fig. 2.2.
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Figure 2.2: Schematic of experimental set up. Here ECDL —External Cavity Diode

Laser, GP —Glass plate, HWP —half-wave plate, QWP —quarter wave-plate, PBS —po-

larizing beam-splitter, AOM —Acousto-optic modulator, M —Mirror, MS —Microwave

source, PS —Phase shifter, D —Detector, SA —Spectrum analyzer.

A typical experimental run consists of locking the coupling laser at resonance

with δc = 0. The microwave drive field is then scanned around its resonance with
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δRF spanning through ± 2 MHz. During this scan, the coupling optical field and the

microwave drive field interact non-linearly with the atoms. A sum-frequency gener-

ation takes place, giving rise to a probe field ωp with a frequency ωp = ωc +ωRF. In

our experiment, the phase-matching requirement ~kp = ~kc + ~kµw for efficient genera-

tion ensures that the generated infrared probe field is in the same direction as the

undepleted coupling field.

A heterodyne detection is employed to separate probe field from other fields.

An acousto-optic modulator (AOM) is used to generate the local oscillator beam

by sending a part of the coupling beam. The AOM is driven by a radio frequency

source at 70 mHz. After the AOM double pass, we chose the local oscillator beam

using an iris having a frequency of ωc + 140 MHz. The heterodyne detection of the

probe field is done using a spectrum analyzer(Fig. 2.2).

2.3 Results and discussion

Now we proceed to show the experimental results. We have studied the characteris-

tics of the generated probe field by measuring the beat-note between the generated

probe beam and the local oscillator beam. The spectral profile of the generated

probe field is shown in Fig. 2.3. This measurement is taken when the detunings of

the optical coupling and microwave drive field are at resonance with their respective

transitions. The x axis in Fig. 2.3 refers to this beat-note frequency.

The width of the generated probe field is calculated from the Gaussian fit to

the experimental data. The width of the generated probe field is found to be about

3 kHz at a resolution bandwidth of 100 Hz. Such a narrow bandwidth for the gener-

ated probe field is only possible when decay processes involving optical excited states

are completely absent in the sum-frequency generation. This is remarkable because

the coupling field is on resonance with the |2〉 → |3〉 transition which has a natural

decay width γ13 of about 5 MHz due to which there is a strong possibility for spon-

taneous decay into the frequency regime of the sum-frequency generation process.

We have experimentally observed a much narrower linewidth indicates suppression

of one-photon optical resonance processes in the three-wave mixing phenomenon.
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Figure 2.3: The spectral width of the generated probe field is shown when both the

coupling and the microwave fields are at resonance with their respective transitions. The

experimental points are shown as circles with a Gaussian fit shown as a continuous line. The

resolution bandwidth (RBW) of the spectrum analyzer was 100 Hz for this measurement.
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The width of the generated probe field is very close to the meta-stable state decay

width γ12 which is about 1 kHz.
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Figure 2.4: Detuning δp at which maximum probe light generation is seen as a function of

detuning δRF of the microwave drive field with the coupling field on resonance with δc = 0.

The experimental points are shown as circles with a linear fit shown as a continuous line.

We now demonstrate that the sum-frequency generation satisfies a three-photon

resonance condition, a direct consequence of energy conservation when one coupling

optical photon combines with a microwave drive photon to generate an optical probe

photon. The three-photon resonance condition is defined between the two optical

and one microwave field as

δp − δc − δRF = 0. (2.1)

Detuning δp at which maximum probe light generation is observed as a function of

detuning δRF of the microwave drive field, is plotted in Fig. 2.4. This plot is obtained

by varying the detuning of the microwave field δRF while keeping the coupling field

resonant with the |2〉 → |3〉 transition (i.e. δc = 0). It is evident from Fig. 2.4 that

the detuning at which maximum probe field generation is observed denoted by δp

has a one-to-one scaling with the detuning of the microwave drive field δRF. This is

expected from the three-photon resonance condition as given in Eq.( 2.1) with δc =

0. The straight-line fit to the data unambiguously confirms that the sum-frequency

generation process follows a three-photon resonance condition. The error bars in
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this plot denote the narrow range over which this condition is satisfied. Thus this

plot not only confirms the non-linear frequency conversion but also shows that the

generation process occurs even when the microwave drive field is non-resonant with

its transition.
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Figure 2.5: Generated probe power as a function of probe field detuning δp when δc = 0.

Values of δp are extracted from Fig 2.4 for corresponding values of microwave detuning

δRF. The experimental points are shown as circles with an EIT fit shown as a continuous

line.

In order to confirm the suppression of one-photon optical processes in our gener-

ation scheme, we examined the possibility that our undepleted coupling beam and

the generated probe beam are shelving the atom in a dark state due to the fulfillment

of a two-photon Raman resonance condition.

To substantiate this, we measured the power of the generated probe field with

varied values of microwave detuning δRF while keeping δc = 0. The corresponding

probe field detunings δp for generation are acquired from Fig. 2.4. The result of

these measurements is plotted in Fig. 2.5. Every point along this curve satisfies the

three-photon resonance condition which is a necessary and sufficient condition for

probe generation. But as can be seen in Fig. 2.5 the generated probe power does not

remain constant and varies along this curve. We find that the probe beam has max-

imum power only at δp = δc. This establishes that the sum-frequency generation
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Figure 2.6: Generated optical probe power as a function of input microwave intensity at

constant coupling field intensity of 8.9 mW/cm2. The experimental data points are shown

as red circles with a theoretical fit shown as a continuous blue line.

has maximum efficiency when a two-photon resonance condition is also satisfied.

Under two-photon resonance condition, the atoms are shelves in a dark state, giving

rise to an induced transparency effect [36] for the generated probe field. Therefore

uniquely for our system, the non-linear generation of the probe light also minimizes

its one-photon optical processes and the consequent losses.

The solid line in Fig. 2.5 is a fit to our experimental data fitted with the for-

mula [38]

Pp = C −

(
C2

1

Γ2
1 + δ2

− C2
2

Γ2
2 + δ2

)
. (2.2)

This fit represents the fact that the generation process satisfies Fano-interference [39].

This formula decomposes the power of the generated probe Pp as a difference of two

Lorentzians centered around the same value of probe detuning δp = 0. That we are

measuring a transmitted beam is taken care by subtracting the sum from an overall

constant C. From the fitted values, we find the width 2Γ2 which arises from Raman

coherence to be about 825 kHz.

We have measured the dependence of the generated probe power as a function of

both the drive microwave field intensity and the coupling optical field intensity. As

shown in Fig. 2.6, the generated probe power varies linearly with input microwave
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Figure 2.7: Generated optical probe power as a function of coupling field intensity at

a constant microwave field intensity of 1.12 mW/cm2. The experimental data points are

shown as red circles with a theoretical fit shown as a continuous blue line.

intensity for small intensities and reaches saturation beyond an input intensity of

about 4.4 mW/cm2.

A similar trend is also seen in Fig. 2.7 where the generated probe power is plotted

as a function of input coupling intensity. We see that beyond a coupling intensity

of about 38 mW/cm2 the generated probe power remains constant. In Fig. 2.6 and

Fig. 2.7 the continuos line is the theoretical fit to the corresponding experimental

data. The theoretical formula used for fitting is explained in the next chapter. In

non-linear wave generation processes the linear regime indicates that the input cou-

pling and drive fields are undepleted [34]. Beyond the linear regime, the coupling

and microwave drive fields begin to be substantially absorbed. In this regime, the

imaginary part of the non-linear susceptibility cannot be ignored resulting in satu-

ration of the generated probe field.

The efficiency η of probe generation is calculated using the definition [25],

η =

Pp
hνp

IRFARF
hνRF

(2.3)

where Pp is the generated probe power at frequency νp and IRF is the input mi-

crowave intensity at frequency νRF. Here ARF is the cross sectional area of microwave

with intensity IRF that interacts with the atoms. The maximum value for η that
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Figure 2.8: Photon conversion efficiency as a function of microwave field intensity at a

constant coupling intensity of 8.9 mW/cm2. Red circles are experimental data and the

continuous blue line is the theoretical fit.

is seen in our experiment is 2.6*10−4 %. The photon conversion efficiency depen-

dence with microwave intensity and coupling field intensity are shown in Fig. 2.8

and Fig. 2.9, respectively. The equation used for the theoretical fitting is given in

Appendix.

The factors that affect the efficiency are the weakness of magnetic dipole transi-

tion induced by the microwave field and the lower number density obtainable with

room temperature atomic vapours.

We have explicitly confirmed the coherent nature of our generation process by

the following experiment. We derive a local oscillator beam by sending a part of

the coupling beam to an electro-optic modulator (EOM). The EOM is driven by the

same microwave source at 3.0357 GHz which is used to drive our microwave cavity.

The EOM generates two side-bands at ωc±3.0357 GHz frequencies. We now mix the

generated probe frequency with the frequencies generated by the EOM. We detect

the beat note using a spectrum analyzer.

We now introduce known phase shifts to the microwave which is feeding our

cavity keeping its power remaining constant through an external microwave phase

shifter. We then measure the changing power at our heterodyne measurement fre-

42



Coupling intensity (mW/cm
2
)

0 10 20 30 40 50 60 70 80

P
h
o

to
n

 c
o
n

v
e

rs
io

n
 e

ff
ic

ie
n

c
y

×10-6

0

0.5

1

1.5

2

2.5

3

Figure 2.9: Photon conversion efficiency as a function of coupling field intensity at a

constant microwave intensity of 1.12 mW/cm2. Red circles are experimental data and the

continuous blue line is the theoretical fit.

Input microwave phase (rad)

0 1 2 3 4 5 6 7

E
x
tr

a
c
te

d
 p

h
a
s
e
 o

f 
p
ro

b
e
 (

ra
d
)

0

1

2

3

4

5

6

7

8

data

Straight line fit

Figure 2.10: Extracted optical phase of the generated probe field as a function of input

phase imposed on the microwave field. The circles are experimental points with a linear

fit shown as a continuous line.

43



quency which results from changes in the generated optical phase. We then extract

the optical phase from this data. This is given in Fig. 2.10. From this figure it is

clear that the probe phase changes commensurately with a change in the microwave

phase proving the coherent nature of probe field generation.

2.4 Conclusions
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Figure 2.11: Photon conversion efficiency vs conversion bandwidth for different trans-

duction approaches.

Many physical systems have been successfully used to demonstrate coherent

microwave-to-optical transduction. A comparison of these physical system based on

their photon conversion efficiency and conversion bandwidth will be useful. Fig. 2.11

shows the different transduction approaches having their highest achieved photon

conversion efficiency. The optomechanical system has achieved the highest effi-

ciency of 0.47, amongst other physical realization, but a relatively low bandwidth

of 12 kHz [40]. Optomechanical systems also require various techniques to suppress

thermal noise. With the help of double cavities, electro-optics experiments have

demonstrated a higher bandwidth of 1.38 MHz with an efficiency of 1.09×10−2 [41].

Recent investigations on Rydberg atomic ensemble has given a chance to improve
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the conversion bandwidth to the highest value of 15 MHz but having an efficiency

of 5×10−2 [42]. Rare-Earth dopped crystals are also an appealing candidate for the

microwave-to-optical conversion. Employing Erbium-doped crystal as the conver-

sion medium and using optical Fabry–Perot resonator and superconducting magnet

at liquid Helium temperature, microwave-to-optical telecom-wavelength conversion

has been demonstrated [43]. They have achieved an efficiency of 10−5 with a band-

width of 1 MHz. One of the other approaches is the magnon based transducer.

The fundamental idea in this method is to use collective magnetostatic spin excita-

tions (magnons) as the intermediary mode. Using this magneto-optic medium, they

have obtained a photon conversion efficiency of 10−10 and a conversion bandwidth

of 2.28 MHz [44].

The coherent microwave-to-optical conversion described in this chapter is the

first observation reported so far from atomic systems using a three-wave mixing

process. Such an observation has not been possible due to the absence of any three-

wave processes for electric-dipole mediated non-linear generation in centrosymmetric

atomic systems. In our system, the symmetry is broken because of the interaction

of induced magnetic and electric dipoles, allowing for a three-wave mixing process.

Our experiment significantly reduces the number of input beams required and enor-

mously simplifies the experimental requirements. To put this in context the only

experimental demonstration of coherent generation between microwave and optical

frequency regimes from atomic systems utilized a six-wave mixing process and also

required ultra-cold atomic samples [25, 42].

Despite the low efficiency of our microwave-to-optical conversion scheme due to

the magnetic dipole interaction, our conversion mechanism has the potential for high

fidelity signal transfer between these two frequency regimes. This arises because the

two-photon resonance in our scheme prevents decoherence by spontaneous emission

by shelving the atom in a dark state, which are the very states used traditionally

as quantum memory states. Hence our scheme is ideally suited for transfer of quan-

tum information where fidelity of transfer is essentially limited by optical quantum

memory [19] and not by loss of signal strength [37].
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Chapter 3

Phase dependent amplification of an

optical field using microwaves

3.1 Introduction

Optical amplifiers are vital in various fields, such as optical communications, en-

hancement of optical resolution [1, 2], quantum information processing [3] and in

possible quantum computing [4] devices. Due to their ability to amplify optical sig-

nals directly, they became the essential element in communication systems. Among

optical amplifiers, a linear optical amplifier is well studied both theoretically and

experimentally. Worth emphasizing here is the fact that the linear amplifier yields

a formalism that is analytically tractable but still applicable to a broad class of

amplifiers. A linear optical amplifier can amplify the input signal, and the output

of the amplifier will be linearly dependent on the input signal. Linear amplifiers

can be classified into two major categories based on their gain and noise features.

One is a phase-insensitive amplifier (PIA), where both the quadrature of the input

signal gets amplified by the same amount [5]. In contrast, the second kind is a

phase-sensitive amplifier (PSA) whose gain is different in orthogonal quadratures

of the input signal [6]. If one quadrature of the signal is getting amplified, then

the orthogonal quadrature of the signal gets de-amplification. Apart from the gain

of the amplifier, noise added in the amplification process also differ in these two

kinds of amplifiers. In a PIA, the minimum added noise is half a quantum due to

the commutation relation. For PSA, which has a quadrature dependent noise it is
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possible to make one of the quadratures to be noiseless [6].

(a) (b)

Figure 3.1: (a) Phase space representation of a PIA. (b) Phase space representation of a

PSA.

The working principle of a PIA and PSA can be explained with the help of a

phase space diagram, as shown in Fig. 3.1. Here X and Y are the field quadratures

in units of
√

~ω/2. In Fig. 3.1(a), shows the phase space representation of a PIA.

The input state to the amplifier has an amplitude of |α|, and it has a noise value of a

in both quadratures, which is represented as a red disk. Since both the quadratures

amplify by the same amount, the output of the amplifier will have an amplitude of
√
GPIA|α|, and the noise spot remains as a disk with an added noise of

√
2GPIA − 1

times the input noise.

In stark contrast, a PSA will amplify one quadrature and de-amplify its conju-

gate, resulting in distortion of the noise spot into an ellipse. However, despite the

distortion, the area of the noise spot is unchanged and remains equal to that of

the noise of the input signal. Thus a PSA can act as a noiseless amplifier. Hence

PSAs has found extensive applications in various fields such as optical telecommu-

nications [7, 8], metrology [9], quantum information processing [10, 11] and imaging

industry [12, 1]. Experimental realisation of PSA in different physical systems like

nonlinear crystals [13], nonlinear fibers [14], and in atomic systems via four-wave

mixing [15] and three wave mixing [16] have been reported.The ground state coher-

ence was explicitly exploited in achieving a PSA using atomic vapours in atleast

one previous work [15, 16]. In all these demonstrations all the electromagnetic fields
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where of similar wavelengths. Phase space representation of a PSA is shown in

Fig: 3.1(b). Here one quadrature of the input signal amplify by
√
GPSA, while the

orthogonal quadrature gets de-amplify by the same amount (Amplify by 1/
√
GPSA).

The motivation for the problems addressed in this chapter is to develop a theoret-

ical model to study the coherent conversion and amplification process of an optical

field using microwaves in a closed three-level scheme (∆ system).

In this chapter, we have done a theoretical analysis of the three-wave mixing

present in a cyclic atomic level scheme interacting with two optical and one mi-

crowave field. We have obtained an analytical expression for the probe field using

density matrix analysis. Our analysis shows that, in addition to a generation of

probe field, there will be an amplification also possible for the probe field in our

cyclic system. The physical mechanism of the amplification process is entirely dif-

ferent from a phase sensitive amplification as well as from a phase insensitive ampli-

fication process. Our theoretical analysis reveals that the amplification is due to an

interference of the input probe field and the generated probe field. This interference

effect can give rise to amplification or a de-amplification depending on the phase of

the generated probe field. This probe amplification can be controlled by the phase of

the microwave field. This makes the system as a phase depended amplifier (PDA).

The dependence of amplification and de-amplification of probe field is studied with

various microwave field intensities, and with various two-photon detunings.

3.2 Theoretical analysis

We have chosen a three-level atomic system which can be realized in a hyperfine

energy levels of 85Rb atomic system in its D1 manifold. The three energy levels are

interacting with two optical and one microwave electromagnetic field. This will be

hereafter referred to as a ∆ system due to their closed nature of interaction, is shown

in Fig. 3.2. The ground state, metastable state and the excited state are represented

as |1〉, |2〉 and |3〉. The electric dipole transitions |1〉 −→ |3〉 and |2〉 −→ |3〉

are driven by optical coupling and probe fields respectively. While |1〉 −→ |2〉

transition is electric dipole forbidden transition, thus a magnetic dipole transition is
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employed between these two states using a microwave drive field. The detunings of

the probe, coupling and microwave frequency relative to the corresponding transition

frequencies are δp, δc and δRF respectively. The electric fields of the optical coupling

j3i

j2i

j1i

Ωc , !c

Ωp, !p

Ω
RF

,!
RF

δ
RF

δp

γ13

γ23

γ12

δ c

Figure 3.2: ∆ System formation using a generic three-level scheme interacting with three

electromagnetic fields.

and probe fields propagating along z direction are expressed as

Ec(r) = ~ecEc cos (ωct− ~kc · ~r + φc)

Ep(r) = ~epEp cos (ωpt− ~kp · ~r + φp) (3.1)

and the microwave magnetic field can be written as

BRF(r) = ~eRFBRF cos (ωRFt− ~kRF · ~r + φRF) (3.2)

where ~ei, ωi, ~ki and φi for i ∈ {p,c,RF} are the polarization, amplitude, frequency,

wave vector and initial phase labels of the respective fields. The amplitudes of the

coupling, probe and microwave field are represented as Ec,Ep and BRF respectively.

The interaction Hamiltonian of our ∆ system under rotating wave approximation
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can be written as,

Ĥ(r,v, t) =ω1|1〉〈1|+ ω2|2〉〈2|+ ω3|3〉〈3| −
Ωp(r)

2
e-i(ωpt− ~kp·~r+φp)|3〉〈1|

− Ωc(r)

2
e-i(ωct− ~kc·~r+φc)|3〉〈2| − ΩRF(r)

2
e-i(ωRFt− ~kRF·~r+φRF)|2〉〈1|+ H.C..

(3.3)

We transform the Hamiltonian using unitary transformation

Û(t) = |1〉〈1|+ ei((ωp−ωc)t−(kp−kc)z+φp−φc)|2〉〈2|+ ei(ωpt−kpz+φp)|3〉〈3| (3.4)

and obtain a time independent Hamiltonian under three-photon resonance condition

defined as δ3 = δp − δc − δRF = 0, with ground state |1〉 as the reference level.

Ĥ(r,v) =−∆p(v)|3〉〈3| − (∆p(v)−∆c(v))|2〉〈2| − Ωp(r)

2
|3〉〈1|

− Ωc(r)

2
|3〉〈2| − ΩRF(r)e-i∆Φ

2
|2〉〈1|+ H.C., (3.5)

with H.C. denoting Hermitian conjugate and ~ is taken to be 1. ∆Φ is the relative

phase between all the fields defined as

∆Φ(z) = φRF + (kp − kc)z. (3.6)

The Doppler-shifted detunings of the probe and coupling fields are given by ∆p(v) :=

δp − kp · v and ∆c(v) := δc − kc · v where v is the velocity of the atom. Here

Ωp(r) = d13 ·Ep(r)

Ωc(r) = d23 ·Ec(r)

ΩRF(r) = µ12 ·BRF(r) (3.7)

are the Rabi frequencies. dij and µij are the electric and magnetic dipole matrix

elements respectively. All optical fields are taken to be propagating along the z

direction. The dynamical evolution of rotated density matrix σ̂(t) = Û(t)ρ̂(t)Û
†
(t),

is given by the master equation [17]

∂σ̂(v, z, t)

∂t
= −i[Ĥ(v, z), σ̂(v, z, t)] +

5∑
k=1

L(âk)σ̂(v, z, t) (3.8)

with L(âk) the Lindblad superoperator

L(â)σ̂(v, z, t) = âσ̂(v, z, t)â† − 1

2
{σ̂(v, z, t), â†â} (3.9)
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acting on operators

â1 =
√

(n̄+ 1)γ12|1〉〈2|, â2 =
√
n̄γ12|2〉〈1|

â3 =
√
γ13|1〉〈3|, â4 =

√
γ23|2〉〈3|

â5 =
√
γc(|1〉〈1| − |2〉〈2|) (3.10)

with γ12 and γ23 = γ13 representing natural linewidth of levels |2〉 and |3〉 respec-

tively, n̄ is the average number of thermal photons and γc being the phenomenolog-

ical decay constant modeling the finite quality factor of our microwave cavity. The

density matrix equations can now be written using Eq. (3.5,3.8,3.9,3.10),

∂σ33(v, z, t)

∂t
=
iΩc

2
σ23(v, z, t) +

iΩp

2
σ13(v, z, t)−

iΩ∗p
2
σ31(v, z, t)− iΩ∗c

2
σ32(v, z, t)

− γ13σ33(v, z, t)− γ23σ33(v, z, t)

∂σ22(v, z, t)

∂t
=
iΩRF

2
e-i∆Φσ12(v, z, t) +

iΩ∗c
2
σ32(v, z, t)− iΩ∗RF

2
ei∆Φσ21(v, z, t)

− iΩc

2
σ23(v, z, t) + n̄γ12σ11(v, z, t) + γ23σ33(v, z, t)

− (n̄+ 1)γ12σ22(v, z, t)

∂σ32(v, z, t)

∂t
=
iΩp

2
σ12(v, z, t) +

iΩc

2
[σ22(v, z, t)− σ33(v, z, t)]− iΩ∗RF

2
ei∆Φσ31(v, z, t)

+ i∆cσ32(v, z, t)− γ13

2
σ32(v, z, t)− γ23

2
σ32(v, z, t)

− (n̄+ 1)

2
γ12σ32(v, z, t) +

γc

2
σ32(v, z, t)

∂σ31(v, z, t)

∂t
=
iΩp

2
[σ11(v, z, t)− σ33(v, z, t)] +

iΩc

2
σ21(v, z, t)− iΩRF

2
e-i∆Φσ32(v, z, t)

+ i∆pσ31(v, z, t)− γ13

2
σ31(v, z, t)− γ23

2
σ31(v, z, t)

− n̄γ12

2
σ31(v, z, t) +

γc

2
σ31(v, z, t)

∂σ21(v, z, t)

∂t
=
iΩRF

2
e-i∆Φ[σ11(v, z, t)− σ22(v, z, t)] +

iΩ∗c
2
σ31(v, z, t)− iΩp

2
σ23(v, z, t)

+ i[∆p −∆c]σ21(v, z, t)− (n̄+ 1)

2
γ12σ21(v, z, t)− n̄γ12

2
σ21(v, z, t)

σ11(v, z, t) =1− σ22(v, z, t)− σ33(v, z, t) (3.11)

In the limit of weak probe and microwave fields, Ωp < ΩRF � Ωc we can assume
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σ11 ≈ 1. Solving Eq. (3.11) for σ31 at steady state we obtain

σ31(v, z) =
2iΓ2Γ3Ωp(z)

4Γ1Γ2Γ3 + Γ3|Ωc(z)|2 + Γ2|ΩRF(z)|2

− Γ3Ωc(z)ΩRF(z)e−i∆Φ

4Γ1Γ2Γ3 + Γ3|Ωc(z)|2 + Γ2|ΩRF(z)|2
. (3.12)

Here

Γ1 =
γ13

2
+
γ23

2
+
n̄γ12

2
+
γc
2
− i∆p,

Γ2 =(n̄+
1

2
)γ12 − i(δ2 − kp · v + kc · v),

Γ3 =
γ13

2
+
γ23

2
+ (

n̄+ 1

2
)γ12 +

γc
2
− i∆c (3.13)

where δ2 = δp− δc is the two photon detuning. In Eq. (3.12) the coefficient of Ωp in

the first term is proportional to the linear susceptibility of the probe field and the

coefficient of ΩcΩRF in the second term is proportional to the hybrid second order

susceptibility of probe field. This nonlinear susceptibility results from a combined

magnetic and an electric dipole transition induced by microwave field and optical

coupling field respectively resulting in a new optical probe field generation. A de-

tailed calculation of linear susceptibility and hybrid second order susceptibility in

this system can be found in [18].

Using the slowly-varying envelope approximation, we calculate the propagation

equation for the probe field inside our nonlinear medium as given below.

∂Ωp

∂z
= iηpσ31, (3.14)

where ηp = (d2
13ωpN/2ε0c~) is the coupling constant for the probe field and N is the

number density of atoms. The propagation effect of the microwave field is not taken

into account due to the fact that the ratio ηRF/ηp = (ωRF/ωp)α2, where α ≈ 1/137

is the fine structure constant. This results in ηRF � ηp and the spatial variation of

microwave intensity is thus ignored. We therefore maintain ΩRF(z) ≡ ΩRF(0) in our

theoretical analysis. In addition, the undepleted pump approximation is valid for

the coupling field in our system. This fact is incorporated by taking Ωc(z) ≡ Ωc(0).

We thus solve for Eq. (3.14) in spatially uniform coupling and microwave fields,

resulting in the following solution for the probe field.

Ωp(l) = Ωp(0)e−βl +
iΩc(0)ΩRF(0)e−i∆Φ

2Γ2

(e−βl − 1) (3.15)
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where

β =
2ηpΓ2Γ3

4Γ1Γ2Γ3 + Γ3|Ωc(0)|2 + Γ2|ΩRF(0)|2
(3.16)

is a complex number. The total probe amplitude at the end of the cell with

length l is given by Eq. (3.15).

3.3 Phase dependent amplification

The physical picture of the amplification process present in our system can be ex-

plained with the semi classical field calculation done in the previous section. With

this calculation, we can discern a PDA from other linear amplifiers. A general PSA

amplifiers output field can be explained using the semi classical field expression given

below [15]

Ωp(l) = MΩp(0) + LΩp
∗(0). (3.17)

Where M and L are gain coefficients. From this expression it is expected that

the periodicity of the power gain vs input probe phase curve to be π, as shown

in [15]. In addition to this if M and L are following the relation |M |2 − |L|2 = 1,

then the PSA will be a noiseless amplifier and it can generate squeezed states of

light [6]. The amplification process presented in our scheme is distinctively different

from the PSA process. As can be noted from Eq. (3.15), we can simplify it and

write as,

Ωp(l) = MΩp(0) +QΩc(0)ΩRF(0). (3.18)

Here the conjugate of Ωp(0) is absent. In this case L = 0, which is the coefficient

of Ωp
∗(0). It is evident from Eq. (3.15) and from Fig. 3.4 that the power gain vs

∆Φ curve having a periodicity of 2π. The second term in Eq. (3.18) represents the

three-wave mixing process. The generated probe field and the seed probe Ωp(0) will

interfere resulting in an amplification or a de-amplification which is dictated by ∆Φ.

Hence our amplifier is not a phase sensitive amplifier but it is a phase dependent
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Figure 3.3: Real part of β vs two photon detuning δ2.

amplifier, as the gain still depend on the input phase of the electromagnetic fields.

For a phase insensitive amplifier the output field can be written as [5],

Ωp(l) = MΩp(0). (3.19)

Here the output probe field only depends on the input probe field and the gain

provided by the system. Here M > 1, where |M |2 will be the power gain of the PIA

amplifier. In our case the coefficient of Ωp(0) isM = e−βl. In Fig. 3.3 we have plotted

the real part of β with various two photon detuning. It is evident from the Fig. 3.3

that the real part of β is always positive under three photon resonance condition.

Thus the value of M will always be less than 1. Therefore our amplification process

cannot be classified under a phase insensitive amplification process.

3.4 Results

The amplification present in our system can be explained using Eq. (3.15). The

total probe amplitude at the end of the cell with length l is given by Eq. (3.15).

The first term in Eq. (3.15) represents phase changes and losses suffered by the

input probe field due to linear susceptibility and the second term represents similar

changes experienced by the generated probe field. The input probe and the generated

probe field amplitudes interfere constructively or destructively for appropriate values
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Figure 3.4: Probe gain vs relative phase between all the three fields ∆Φ for different

values of two photon detuning δ2 at Ωc = 0.4γ13, ΩRF = 0.2γ13 and Ωp = 0.02γ13
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of ∆Φ which results in either amplification or de-amplification of the probe field

respectively. Here the gain G of the amplifier can be defined as the ratio of the

transmitted probe power to the input probe power. In Fig. 3.4 shows the variation

of gain with relative phase between all the three fields ∆Φ for different values of two

photon detuning δ2. A value G > 1 means an amplification of the probe field and

G < 1 means a de-amplification of the probe field. It is evident from our result that

the PDA process has a periodicity of 2π. When the relative phase ∆Φ varies from 0

to π, then the probe gain varies from an amplification regime to a de-amplification

regime. It is apparent from the Fig. 3.4 that the PDA reduces with increasing two

photon detuning δ2.
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Figure 3.5: ∆Φmax with two photon detuning δ2 at Ωc = 0.4γ13, ΩRF = 0.2γ13 and

Ωp = 0.02γ13

Apart from the reduction in gain, the phase at which maximum gain occurs de-

noted as Φmax, also changes with two photon detuning δ2. The change in phase shift

at which maximum gain occurs with respect to Φmax at δ2 = 0 (Φ0
max) is defined as

∆Φmax = Φ0
max − Φδ2

max for a two photon detuning of δ2. In Fig. 3.5 we have plotted

∆Φmax with two photon detuning δ2. It is to be noted that, when the two photon

detuning δ2 changes, then in Eq.( 3.15) the first and the second term changes and

develop a phase shift, due to this Φmax also changes. As the two photon detuning

increases the quantity ∆Φmax saturates. This is owing to the decrease in the total

gain of the amplifier with higher δ2, hence the phase sensitivity is also reduces.
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Figure 3.6: Gain vs two photon detuning at Ωc = 0.625γ13, ΩRF = 0.312γ13 and Ωp =

0.02γ13

The variation of maximum gain and minimum gain of our PDA as a function of

δ2 is plotted in Fig. 3.6. At two-photon resonance (δ2 = 0), the input probe field

and generated probe field will propagate with minimal losses due to EIT effect. In

addition, probe field generation is most efficient at δ2 = 0 resulting in a maximum

gain for the probe. When the two photon resonance is not satisfied (δ2 6= 0), the

input probe field experiences linear absorption due to absence of EIT and also the

probe generation reduces as 1/δ2 due to which the maximum gain decreases. The

de-amplification effect is due to destructive interference and therefore the second

term acquires a negative sign during de-amplification resulting in an increase in

the minimum gain value. As can be seen from the theoretical plot in Fig. 3.6, the

maximum gain and minimum gain curves reflect this symmetry.

Further, we have studied the dependence of our amplifier gain on the power of

optical fields. Fig: 3.7 shows the variation of maximum and minimum gain of the

PDA with input microwave power. The maximum and minimum gain of the PDA

as a function of input coupling power is plotted in Fig. 3.8. Initially, the maximum

gain increases linearly with input optical power and saturates to a maximum value.

The minimum gain follows a symmetric pattern with the maximum gain curve; it

reduces initially and saturates as the input optical power increases.
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Figure 3.7: Gain vs |ΩRF|2/γ2
13 at Ωc = 0.625γ13 and Ωp = 0.02γ13
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Figure 3.8: Gain vs |Ωc|2/γ2
13 at ΩRF = 0.312γ13 and Ωp = 0.02γ13
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In Fig. 3.6, Fig. 3.7 and Fig. 3.8, the blue line is represents maximum gain,

red line corresponds to minimum gain. The black line represents a unit gain, i.e.

G = 1, above region of this line is amplification and below region corresponds to a

de-amplification regime.

3.5 Conclusion

A theoretical analysis of the three-wave mixing present in a cyclic atomic level

scheme interacting with two optical and a microwave field is done. A semi-classical

density matrix analysis of the cyclic level scheme interacting with three electromag-

netic fields is done. Our theoretical study proposes a phase dependent amplification

of an optical probe field which can be controlled by a microwave field. The ampli-

fication is due to an interference of the input probe field and the generated probe

field. This interference effect can give rise to amplification or a de-amplification de-

pending on the input microwave field phase. The distinctive difference between the

physical process in our amplification process and other linear amplifiers is discussed.

Further, the power gain of the probe field is studied with various parameters such

as two photon detuning, the relative phase difference between three electromagnetic

fields, and field power. Noise figure calculation of our phase dependent amplifier can

be pursued as a future extension of this work. This study will reveal more insight

into the phase dependent amplification and difference from other linear amplification

processes.
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Chapter 4

Microwave controlled ground state

coherence in an atom-based optical

amplifier

4.1 Introduction

Atom-based sensors and radio-over-fibre atomic antennas are rapidly emerging as

preferred architectures for sensing platforms and signal communication between mi-

crowave and optical frequencies [1, 2, 3]. Advances in quantum electrodynamical

superconducting circuits operating in the microwave domain for quantum informa-

tion processing, has stimulated strong interest in developing interfaces between these

two frequencies [4, 5]. In this context hybrid-amplifiers which will enable coherent

conversion and amplification of signals between microwave and optical frequencies

play a crucial role.

In traditional nonlinear optics, amplification of a probe field saturates due to

linear and nonlinear absorption, especially near atomic resonances [6]. Experimen-

tal realization of electromagnetically induced transparency(EIT) [7, 8] and coherent

population trapping (CPT) [9, 10, 11] eliminates linear absorption by a large frac-

tion, thereby enabling nonlinear amplification close to resonance. This opened the

new field of low light intensity nonlinear optics. The physical effect of CPT in induc-

ing a ground state coherence through the formation of dark state is at the heart of

elimination of linear response [12] and modification of nonlinear responses in atomic
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media [13]. There have been demonstrations of nonlinear wave mixing and opti-

cal amplification using resonant atomic systems [14, 15, 16, 17] which exploit this

ground state coherence. However, no thorough investigation of ground state coher-

ence linked to two-photon mechanisms and their effect on three-photon processes

has been experimentally performed.

In this chapter, we present experimental results of an atomic PDA whose ground

state coherence is controlled using microwaves and the amplification is observed at

optical frequencies. We have used a three-level atomic configuration in room tem-

perature 85Rb atoms to achieve the amplification. These three levels are connected

cyclically by two optical fields and one microwave field rendering a closed, cyclic

interaction of atomic dipoles with all the three electromagnetic fields. This closed

system is sensitive to the relative phase of all the three fields, thus making the out-

put probe intensity dependent on the relative phase between all the three fields.

In our earlier work [18, 19], phase dependent amplification (PDA) of the probe

field was seen using this system. In the present study, we investigate the explicit

role of ground state coherence in our probe transmission by selectively breaking the

two-photon resonance, which creates ground state coherence. We, therefore for the

first time, experimentally quantify the role of ground state coherence in a phase

dependent atomic amplifier. We have achieved a maximum probe amplification of

7.5 dB with a visibility of 98.8% in the presence of ground state coherence. The

amplification is shown to decrease sharply with increasing two-photon detuning.

However, a nonzero amplification is present even with a large two-photon detuning

of 15 MHz with reasonably high visibility of 66.8%. Our experimental results agree

very well with our theoretical calculations.

Our experiment shows that for high amplification in a PDA, it is necessary to

establish ground state coherence. However, for practical implementations of a PDA,

we can sacrifice amplification for bandwidth. Thus one can make a judicious choice

between amplification and bandwidth depending upon the application. This atom-

based PDA can potentially serve as a very good interface for coherent conversion

and amplification of quantum information generated in the microwave domain and

converted to optical frequencies.
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4.2 Experimental details
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Figure 4.1: Energy level scheme.

The hyperfine energy levels used in the experiment are 52S1/2, F = 2 (|1〉), 52S1/2,

F = 3 (|2〉) and 52P1/2, F’ = 3 (|3〉). An optical coupling field (ωc) with Rabi fre-

quency Ωc connects the transition 52S1/2, F = 3 (|2〉) −→ 52P1/2, F’ = 3 (|3〉). A

microwave field (ωRF) at 3.0357 GHz, having a Rabi frequency ΩRF induces a mag-

netic dipole transition between the states 52S1/2, F = 2 (|1〉) and 52S1/2, F = 3 (|2〉).

The weak magnetic dipole transition is enhanced using a microwave cavity resonat-

ing at 3.0357 GHz frequency with a quality factor of 10000±1000. A probe field

(ωp) connects the states |1〉 and |3〉, with a Rabi frequency Ωp. The microwave and

the two coupling and probe optical fields connect the hyper-fine levels of the room

temperature 85Rb atoms in a cyclic configuration. This will be hereafter referred to

as a ∆ system shown in Fig. 4.1.

A schematic representation of our experimental setup is shown in Fig. 4.2.
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Figure 4.2: Schematic of experimental set up. Here ECDL —External Cavity Diode

Laser, HWP —half-wave plate, QWP —quarter wave-plate, PBS —polarizing beam-

splitter, AOM —Acousto-optic modulator, M —Mirror, EOM —Electro-optic modula-

tor, MS —Microwave source, P —Power splitter, PS —Phase shifter, D —Detector, SA

—Spectrum analyzer.

An ECDL has been used to derive the coupling beam, which enters a fiber cou-

pled electro-optic modulator (EOM) driven by the microwave source to produce the

probe field. The probe and coupling beams pass through a vapour cell kept inside

the microwave cavity at room temperature. The cavity supports a standing wave

at 3.0357 GHz and so the atoms inside the cavity are subjected to two optical and

one microwave field. The optical fields after interaction emerge from the cavity and

the probe field is separated from the coupling field by heterodyne detection. The

amplitude of the probe field is analyzed using a spectrum analyzer. A digital phase

shifter has been used to control the phase of the microwave field, which enters the

cavity. The optical power of probe and coupling fields are kept constant at 33 µW

and 166 µW respectively and the optical density of the sample is calculated to be

1.0. The power of optical fields are chosen for values where the gain is a maximum.

The optical depth is fixed by the lowest detectable probe power by our high band-

width detector.

The microwave cavity and the EOM are driven by the same source of microwave

field, ensuring relative phase stability between all the three fields. Throughout the
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experiment, a three-photon resonance condition δ3 = δp − δc − δRF = 0, is satisfied.

Here δc, δp and δRF refer to the detunings of the coupling, probe and microwave

fields from their respective transitions respectively (Fig. 4.1). During all runs of our

experiment, the value of δc is kept zero and the equality δp = δRF is maintained. A

change in δRF from its resonance thus enables selective breaking of two-photon res-

onance (δ2 = δp − δc = 0) while ensuring that the three-photon resonance condition

remains satisfied.

We perform our experiment at a room temperature of 300 K. At this temperature

we can still observe true amplification of the input seed probe field for appropriate

values of input microwave and coupling powers.

4.3 Experimental observation
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Figure 4.3: Probe gain vs ∆Φ for different values of δ2 at microwave intensity 1.03

mW/cm2. The continuous line is the theoretical fit.

We observe amplification and de-amplification of the input probe beam as a

result of three-wave mixing interaction present in our Rb atomic system. This is

possible with the help of a microwave magnetic dipole transition, which allows a

three-wave mixing phenomenon by breaking the centro-symmetry of the atom [20].

The amplification is dependent on the relative phase between all the three fields.
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This relative phase is defined as

∆Φ(z) = φRF + (kp − kc)z (4.1)

where φRF is the phase of the microwave field and kpz, kcz are the propagation

phases of the probe and coupling field respectively [18]. Since the microwave field

is inside a cavity, there are no propagation phases associated with it. The phases of

probe and coupling field are taken to be the same as they are derived from the same

source. When the relative phase ∆Φ changes from 0 to π, the probe beam transits

from a regime of amplification to a regime of de-amplification with a periodicity of

2π as reported in our previous study [18].

As a significant new step, in the current experiment, we investigate the gain

(G) experienced by the probe field both in the presence and absence of two-photon

induced ground state coherence. This is achieved by selectively detuning the probe

field away from its resonance while maintaining the coupling field at its resonance.

This breaks the two-photon resonance condition and renders δ2 = δp− δc 6= 0. Since

our microwave source controls the EOM from which the probe laser is generated any

microwave detuning δRF results in the same numerical value for the detuning δp of

the probe laser. Thus a selective breaking of two-photon resonance is achieved while

simultaneously maintaining the three-photon resonance necessary for efficient non-

linear wave mixing. The effect of this selective breaking of ground-state coherence

on probe amplification is shown in Fig. 4.3.

In this plot, we have shown the variation of gain (G) of the probe field as a func-

tion of relative phase difference (∆Φ) at different two-photon detunings δ2. Here the

gain G is calculated as the ratio of the transmitted probe power at a particular δ2 to

that at far-off-resonance where both the optical fields are away from their respective

resonance by more than 1 GHz.

The maximum and minimum gain are defined as the highest amplification and

de-amplification respectively, which is observed in the probe field. As can be seen

in this figure, for δ2 6= 0, the maximum gain decreases. Nevertheless, since δ3 = 0

and since our system is phase dependent, we can see that even at non-zero δ2 we

achieve phase dependent amplification (G > 1) and de-amplification (G < 1).

The variation of maximum gain and minimum gain as a function of δ2 is plot-

ted in Fig. 4.4. As can be seen from the plot the nonlinear wave mixing is highly
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Figure 4.4: Maximum and minimum gain vs δ2 in log scale for microwave intensity of

1.03 mW/cm2. Blue squares and red circles are experimental data points for maximum

and minimum gain respectively. The continuous lines are theoretical fit.

efficient and coherently adds to the input probe resulting in maximum amplification

of the probe in the presence of ground state coherence (δ2 = 0). As δ2 increases,

the maximum gain asymptotically reaches unity reflecting no gain. In a symmetric

fashion, the minimum gain increases from its lowest value as δ2 increases and also

seen to tend to unity at large δ2 values. The full width at half maximum (FWHM)

of the amplification is found to be 5 MHz. A single data point represents an average

of 150 data points. The error bars denote the statistical standard deviation in our

data sets. All the theoretical fitting is done based on the calculations in Chapter 3.

Visibility is an important parameter for interference. In analogy with the inter-

ference of two fields arising from the two slits of a double-slit experiment, we identify

the generated probe and the seed probe to be the two interfering fields. Extending

this analogy, we can associate the maximum gain and minimum gain in our experi-

ment to the bright and dark fringes of the interference pattern respectively. Using

this comparison, the visibility at any given δ2 is defined as the ratio between the dif-

ference of maximum gain and minimum gain to their sum. From Fig. 4.4, it is clear

that the maximum gain and the minimum gain asymptotically tend to unity for high

two photon detunings as explained earlier. For δ2 = 0, both the two-photon and

three-photon resonance conditions are satisfied which maximises the ground state co-
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herence assisted generation of the probe. Hence visibility is maximum for this value

and under ideal conditions will be unity. On the other end, for large non-zero values

of δ2, visibility will be at its lowest due to the negligible generation of the probe field

and will tend to zero. This behaviour is experimentally observed, as seen in Fig. 4.5.

Two photon detuning δ
2
 / 2π (MHz)

0 2 4 6 8 10 12 14 16 18 20

V
is

ib
ili

ty

0

0.2

0.4

0.6

0.8

1
Experimental data

Theoretical fit

Figure 4.5: Visibility vs two photon detuning δ2 for microwave intensity of 1.03 mW/cm2.

A large visibility value in our experiment indicates that the generated and input

probe fields have similar amplitudes. This is desirable in optical switches and digi-

tal communication [1, 2]. In our experiment, we obtain high visibility of 98.8% at

δ2/2π = 0 and visibility of 66.8% at δ2/2π = 15 MHz as shown in Fig. 4.5. It is

important to note from Fig. 4.5 that faithful transmission of signals is possible with

very little amplification for two-photon detunings as large as 20 MHz with visibility

close to 37 % which is 1/e value of the visibility curve. Thus our PDA gives us the

freedom to choose amplification over bandwidth and vice-versa depending upon the

application.

In order to understand the dependence of visibility on microwave intensity, we

have plotted the variation of visibility with microwave intensity in Fig. 4.6 for

δ2/2π = 5 MHz. Visibility increases as microwave intensity increases and shows

saturation beyond 0.4 mW/cm2. This is because, as microwave intensity increases,

the probe generation will increase up to a point where absorption associated with
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Figure 4.6: Visibility vs microwave intensity for δ2/2π = 5 MHz.

nonlinearity will saturate any further increase [20]. This in-turn leads to a satura-

tion in the maximum gain and the minimum gain and consequently the visibility.

We have measured the variation of signal to noise ratio (SNR) of the optical
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Figure 4.7: SNR of the optical output probe field vs two photon detuning δ2 for microwave

intensity of 1.03 mW/cm2.

output probe field for different values of two photon detuning to understand the

signal quality of the output signal. As expected the SNR is found to be decreasing

with increasing δ2 as shown in Fig. 4.7. However this decrease is very less. From a

large SNR of 90 dB at resonance for a δ2/2π = 0, the SNR decreases only to 71 dB
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even at a δ2/2π = 20 MHz. This signifies that our atomic PDA has a large data

capacity for communication purposes even at a bandwidth of 20 MHz.

4.4 Significance of our experimental results

Amplification of an optical field has been experimentally demonstrated using a three

wave mixing (χ(2)) process earlier using classical nonlinear crystals [13]. In alkali

atomic vapours possessing ground state coherence, all previous demonstrations of

an amplifier used a four-wave mixing (χ(3)) nonlinear interaction [18,25]. In most

demonstrations, the interacting fields are within a narrow band-width of frequencies

and amplification is seen in an all-optical domain. Our experimental demonstration

of a PDA where amplification is demonstrated in an optical field by controlling

parameters of a microwave field is the first of its kind across various physical systems.

Our hybrid-PDA spanning electromagnetic fields, which are several orders apart

in frequency, is of immense practical interest. In particular, our PDA between

microwave and optical fields can be used to obtain radio-over-fiber implementations

for coherent amplification of classical signals. It is to be noted that a Rydberg

atom-based optical communication protocol interfacing with a fiber-optic link for the

transmission of RF signals has already been demonstrated [21]. Such communication

protocols can readily be implemented with our system with the added advantage of

high amplification and a good extinction ratio. More importantly, if our scheme is

implemented with cold atoms, it can readily serve as an ideal interface for coherent

transfer and amplification of quantum signals created in the microwave domain [22]

to the optical domain. Such ultra-cold atom-based implementation can significantly

increase amplification, as was explicitly calculated in an earlier publication [23].

Low-field-few-atom nonlinearity is a desirable goal [24] for the design of quantum

logic gates. In this experiment, we demonstrated nonlinear amplification of the probe

with very low optical densities of our Rb vapour, achieving a high gain of 7.5 dB

with an optical density of 0.45. This is one of the lowest density nonlinearities

demonstrated amongst atomic vapours showing amplification [25, 26] and the first

such low-density demonstration in a hybrid architecture.
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4.5 Conclusion

We experimentally investigate the role of microwave controlled ground state coher-

ence on a phase dependent optical amplifier. We show that the highest amplification

is achieved only in the presence of ground state coherence. Through our experiment

and subsequent analysis, we show that amplification is due to an interference pro-

cess resulting in a maximum probe amplification of 7.5 dB with visibility of 98.8%.

We also obtain a non-zero amplification with a visibility of 66.8% at a two-photon

detuning of 15 MHz. The SNR of the output optical probe field is found to be high

with values ranging from 90 dB at two-photon resonance to 70 dB at a bandwidth

of 20 MHz. This enables us to make a judicious choice between amplification and

bandwidth in accordance with our end application. We envisage that our atom-

based hybrid optical amplifier will serve as a good interface for coherent transfer

and amplification of classical and quantum microwave signals to optical frequencies.
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Chapter 5

Summary and future works

5.1 Summary

The problems addressed in this thesis is related to the development of an atom-

based platform that strongly couples microwave and optical frequencies thereby

making a coherent microwave-to-optical converter. To achieve this, we have chosen

a three hyperfine atomic level scheme in a room temperature 85Rb atoms which is

coupled with microwave and optical fields. With this scheme we have demonstrated

a coherent microwave-to-optical conversion and a phase dependent amplification of

an optical probe field using microwaves.

The initial work reported in the thesis is the coherent generation of a near-

infrared optical field through a three-wave mixing phenomenon in an atomic energy

level scheme of 85Rb atoms. This nonlinear generation process in a centrosymmetric

thermally broadened atomic system is made possible through a novel interaction be-

tween induced electric and magnetic dipoles. During the generation process of the

probe field, the probe and the coupling field satisfy a two-photon resonance condition

that shelves the atoms in a dark state due to the electromagnetically induced trans-

parency effect, making the process immune to noise effects due to spontaneous decay

from excited states. The photon conversion efficiency and bandwidth of the conver-

sion process in our scheme are further compared with other physical systems that

have been successfully used to demonstrate coherent microwave-to-optical transduc-

tion. Our scheme represents a minimal optical decoherence scheme which could be

used to transfer quantum states between microwave-to-optical frequency regimes
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with near-unit fidelity.

Next, we developed a theoretical model to study the coherent conversion and

amplification process of an optical field using microwaves in our previous closed

three-level system. We have obtained an analytical expression for the probe field

using density matrix analysis. Our analysis shows that, in addition to a generation

of probe field which is discussed in the earlier chapter, the optical probe field can

be amplified as well. The physical mechanism of the amplification process reveals

that the amplification is due to an interference of the input probe field and the

generated probe field. This interference effect can give rise to an amplification or a

de-amplification depends on the phase of the generated probe field. The amplifica-

tion process can be controlled by the phase of the microwave field, thus making the

system a phase-dependent amplifier (PDA). The phase-dependent amplification of

the probe field is studied with various microwave field intensities, and with various

two-photon detuning.

We then performed an experiment to investigate the role of ground state co-

herence in an atom-based optical amplifier which we have theoretically studied.

We have investigated the Phase dependent amplification (PDA) experienced by the

probe field both in the presence and absence of two-photon induced ground state

coherence. We have shown that a simultaneous fulfilment of a two-photon reso-

nance condition that creates ground state coherence and a three-photon resonance

condition leads to a significantly higher amplification of the optical probe field. By

selectively breaking the ground state coherence using microwaves, we show that the

amplification reduces. Nevertheless, the system shows non-zero PDA for large two-

photon detunings with high visibility. This novel, controllable hybrid-PDA can be

potentially used to trade-off amplification for bandwidth during the transmission of

phase coherent classical and quantum information.

5.2 Future works

The work presented in this thesis opens up a lot of prospects for the future. Some

of them are discussed in this section.
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The physical mechanism of the phase dependent amplification (PDA) process

studied in the thesis is very different from other optical linear amplification pro-

cesses. However further studies are required to understand the noise properties of

the amplifier. This study will help us to compare and contrast our PDA with other

optical linear amplifiers.

The other possible future work is to explore the possibility of exploiting the

hybrid-phase dependent amplifier for radio-over-fibre communications and microwave

controlled optical switches. The higher visibility and bandwidth of our amplifier will

be the key features for these future applications.
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Appendix

Generation of probe field

Photon conversion efficiency

Photon conversion efficiency can be calculated using the formula

η =
np

nRF
(5.1)

where, np is the number of probe photon generated and nRF is the microwave field

photons required for the conversion process. The generated probe power can be

calculated as

Pp = np~ωpBp = IpAp (5.2)

where, ~ is reduced Plank’s constant. The generated probe field has an angular

frequency of ωp and bandwidth of Bp. Ip and Ap are the intensity and area of cross

section of the probe field. Microwave drive field power is given as

PRF = nRF~ωRFBRF = IRFARF (5.3)

The microwave drive field has an angular frequency of ωRF and bandwidth of BRF.

Ip and Ap are the intensity and area of cross section of the microwave drive field.

The efficiency of conversion can be written using Eq. 5.1,Eq. 5.2 and Eq. 5.3 as,

η =
ωRFBRFIpAp

ωpBpIRFARF
(5.4)

The intensity of the probe and microwave field can be expressed in terms of the

Rabi frequency of the corresponding electromagnetic field by,

Ip =
ε0c~2|Ωp|2

d2
13

IRF =
c~2|ΩRF|2

µ0µ2
12

. (5.5)
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. The photon conversion efficiency can be written as,

η =
ωRFBRFApµ12

2

ωpBpARFd31
2 (
|Ωp|2

|ΩRF|2
) (5.6)

Substituting Ωp(l) from Eq. 3.15, then Eq: 5.6 becomes,

η = α
|Ωc(0)|2(e−βl − 1)2

4Γ2

(5.7)

In terms of coupling field intensity,

η = α
Icd23

2(e−βl − 1)2

4Γ2ε0c~2
(5.8)
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